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SUMMARY

Four candidate lubricants were tested to evaluate their
capability to function in the severe operating environment
imposed by the upcoming generation of ultra high speed aircraft
gas turbine engines,

Testing was conducted in a test rig simulating a single
advanced design aircraft turbine engine mainshaft bearing
position, A 125 mm bore split inner race M50 tool steel test
bearing (outer race riding angular contact under a 3280 1b
thrust load) utilizing the latest available high speed high
temperature design features was used in conjunction with a
specialized dual tandem shaft seal (called the "air" and "
seals) arrangement,

1"

oil

The lubricants tested were FN 3138, a super-refined
naphthenic hydrocarbon supplied by the Esso 0il Co. (This was
blended with 5% by weight of Kendall 0839 heavy paraffinic
resin):; MCS 2931, an improved modified polyphenylether supplied
by the Monsanto Company; DN 600 type 2, a synthetic hydrocarbon
supplied by the Continental 0il Co; and Aeroshell Turbine 0il
555, a type II ester utilizing a proprietary additive package,
supplied by the Shell 0il Co, :

The shaft seal used in the air seal position was a

sliding type carbon nosepiece face seal with bellows secondary
sealing designed and manufactured by the Koppers Company, In
the oil seal position two "self-acting” or hydrodynamic lift
face seals, both using piston ring secondary sealing, were used,
The first of these was also designed and manufactured by the
Koppers Company. The second was a new high speed seal which had
been designed by NASA, developed “o its current state by Pratt
and Whitney Aircraft Company on NASA funded research programs,
and manufactured for use in this program by the Stein Seal Co.

The objective of the program was to evaluate the performance
of these lubricants in open atmoesphere (i.e., not inert
blanketed) at speeds up to 24,000 rpm (3 x 100 DN) or as close
to that as found attainable, 500°F bearing outer ring temperature,
and with 1200°F air at 100 psi differential pressure applied to
the seals,

1
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Instrumentation used in the program included a seal leak
measurement system using mass spectrometer analysis of a helium
tracer flow introduced into the inter~-seal cavity air supply
system and a new search coil system to menitor the movements of
a magnetized ball in the bearing.

The test plan consisted of a short duration screening test
with each of the four lubricants to establish the limits of their
operating capabilities, These were followed by two extended
duration tests at 20,000 rpm using Aeroshell 555 and the Exxon
FN 3158/Kendall 0839 mixture, the two most promising lubricants.

Testing showed the Aeroshell Turbine 0il 533 to be capable
of successful operation under the test conditions in all of the
areas investigated, This fluid showed excellent chemical stability
and gave evidence of good EHD film performance at the ball to
race contact and minimal cage wear,. The other fluids gave
marginal or uwnacceptable performance in one or more of these
areas although these tests may have been somewhat biased by
factors unassociated with the fubricants and further testing is

indicated.

Testing on the program was limited in the maximum speed
attained by failures of the seals in the "oil" position,
(The Koppers sliding face type "air" operated successfully at
all speeds without failure.,) The seals may have failed due to
shaft dynamics as a result of operatlon near the "whipping"
mode critical speed, Numerous design changes were indicated
for both seals.

Testing did show am ahility on the part of the test hearing
to run at the 3 x 10%® DN level without problems, at least fo; &
the shart duration tested, given acceptable lubrication The
program also demonstrated the ability of the search coii system
to identify the occurrence of changes in ball rotational speed
?r ?otational axis orientation, The c¢oil additionally gave
indications, in one case, of an ability to identify a bearing
smearing failure in its early microsmearing stage.

2
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INTRODUCTION

Current state-of-the-art aireraft jet engines, operating
in the 1.8 x 106 bearing DN range (bearing bore diameter in mm
times speed in rpm), are already close to the operational
capability limits of major components in their shaft support
systems, particularly the bearings, seals and lubricant,
Requirements foreseen for future engine designs include increases
in bearing DN values to the 2,5 to 3.0 x 100 pN range and bearing
operating temperatures to 600°F, The need for an intensive
R& D effort to meet these goals is clear, The purpose of the
effort discussed in this report was to conduct evaluative
testing of candidate Lubricants, seals, and bearings toward
attainment of this level of capability,

The present program was conceived to extend high-temperature
lubricant screening studies that had been conducted by &8 iF
Industries, primarily at 14,000 rpm (1.75 x 106 DN on the 125 mm
bore test bearing used), under NASA contract NAS3-626T7, into the

3 x 109 DN range.

The report will be of interest to personnel involved in
gas turbine engine system level design and development work
as well as technical specialists associated with the bearings,
seals or lubricants used with these systems,

3
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DETAILS

A, Background

The performance requirements of modern gas turbine engines,
particularly those slated for use in the upcoming generation of
commercial and military aircraft engines, have generated
increasingly severe demands for improved mainshaft bearing
performance. Higher thrust to weight ratios and lower fuel
consumption dictate increased bhearing speeds and higher operating
temperatures. As pointed out in Reference 1 mainshaft bearing
DN levels (the bearing bore in mm times its speed in rpm) have
risen from the 1.0-1.2 x 106 level for the first generation of
turbojet engines operational after World War II to over 1.8 x 106
for current state-of-the-art second generation designs. It is
expected that engines utilizing bearings running in the 2,5 to
3,0 x 10° DN range will be operational by 1980, Bearing operating
temperatures have increased accordingly and are expected to
exceed 600°F in the more severe upcoming applications.

These requirementis impose severe demands on the entire engine
shaft support system, particularly the bearings themselves,
the seals which separate the sump from the high pressure high
temperature engine gas system, and the bearing lubricant and the
lubricant itself, & U F Industries has conducted extensive
research in these areas over the last twelve years, These programs
have covered four different bearing sizes and test rig configurations,
Much of this effort was conducted on NASA contracts, among them
NASW~-492, NAS3-7912, NAS3-11171, NAS3-6267, and presently NAS3-14320
which is the subject of this report,

Contract NAS3-14320 is itself an extension of work
conducted on the previous contract NAS3-6267 in which the
performance of aircraft gas turbine mainshaft ball bearings, shaft
seals, and lubricants was studied under Mach 3 supersonic
transport engine conditions. The results of contract NAS3-6267
were reported in references 2 and 3,

A.1 Summary of Previous Testing on Contract NAS3-626T

The larger of the two rigs used for the NAS3-6267 program
was designed to simulate a single 125 mm bore mainshaft thrust
bearing installation utilizing a double shaft seal arrangement

4
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which allowed both inert gas blanketing and open air tests to be
run. The rig used in the present program NAS3-14320 is a moderately
modified version of the original NAS3-6267 rig. This rig, shown

in Enclosures 1 through 4, incorporated the most advanced design,
materials and manufacturing techniques available. Design details

on the rig in the NAS3~14320 configuration are given in the Test
Equipment section of this report,

Two basic methods of lubrication were investigated on the
NAS3-6267 program, both of which were compatible with inert
blanketing., These were, first, oil-jet lubrication of the bearing,
simply replacing the air in the bearing chamber and o0il sumps by
nitrogen, and second, mist lubrication using the nitrogen to
carry the oil to the bearing and to remove a large portion of
the heat generated, In the second of these two systems, the oil
was not recovered. The system was of the once-through type,
dispensing with the need for o0il coolers and scavenge pumps
and also with many of the thermal stability problems associated
with recirculating oil systems,

Testing on the 125 mm hore rig in the NAS3-6267 program
utilized face seals of the more conventional sliding face primary -
bellows secondary design as well as hydrodynamic lift primary-
piston ring secondary designs (both supplied under sub~contract
by Koppers Company, Inc.) with a number of advanced candidate
lubricants, All systems and components were designed to operate
at 14,000 rpm shaft speed, 3280 lbs. thrust load on the test
hearing (AFBMA computed L10 1ife = 500 hours), 600°F to 800°F
bearing temperature, 100 psi differential pressure across
the test seals, and 1200°F air at the outboard test seal, Test
bearings made of either M-50 steel rings and balls or WB49
steel rings with Ml steel balls were used.

In a separate high speed phase of the NAS3-6267 program,
a 125 mm-bore bearing was run successfully at speeds to
20,000 rpm (2,5 million DN). Testing was conducted at four
speed levels, of approximately 2 hours duration each, of
14,000, 16,000, 18,000 and 20,000 rpm respectively using a Type
II ester lubricant under open atmosphere conditions, Results
of this test indicated that endurance testing at 20,000 rpm was
feasible using conventional bearings together with specially
designed seals, Results also indicated that it was likely that
successful operation at even higher DN values might have been
achieved, perhaps in the 3.0 million DN range,
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B, HResearch Objectives

The objective of the NAS3-14320 program was basically to
continue the investigation begun under earlier contracts NAS3-
11171 and NAS3-6267, although with a shift in the direction
of investigation., The two earlier programs included testing on
both 25 mm and 125 mm bearing rigs. Testing in the larger rig
was, for the bulk of the testing, limited to a maximum speed
of 14,000 rpm (1.76 x 109 DN) at temperatures up to 800°F
al though a small amount of open air testing was conducted at up
to 20,000 rpm (2.5 x 100 DN) at bearing ring temperatures of
500°F, As previously discussed, this testing at 2.9 x lO6 DN,
as far as it went, successfully demonstrated the feasibility of
system operation in the speed ranges approaching those expected
for future aircraft engines. More work in this area was,
however, needed, '

The present program, NAS3-14320, was thus conceived to extend
testing on the 125 mm bore rig up to the 3.0 x 106 DN range or
as close to it as possible, Four new candidate lubricants were
to be tested under open atmosphere conditions at bearing outer
ring temperatures of 500°F, Lubrication woeuld be by circulating
0il only; no mist testing would be conducted, A short duration
screening test would be run with each of the four lubricants
and extended duration testing would be conducted on the best two
of the four, As with the previous program the dual shaft seal
arrangement would be retained,

Also to be added for the program were an infra-red pyrometer
system and a view port for it in the rig housing to allow its
use in measuring test bearing ball and cage temperature, an
under-race cooling system for the test bearing inner ring, "search
coil" instrumentation to monitor ball motion in the test bearing,
and a system to supply air at a constant 50% + 10% relative
humidity to the test bearing chamber.

The details of the program are given in the Contract Work
Statement included as Appendix I to this report.

6
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The program was broken down into three tasks as follows:

Task I - Redesign and modify the rig, and procure bearings,

seals and lubricants as required by the test
program,

Task IT - Conduct screening tests on each of four candidate
lubricants at 24,000 rpm or at the maximum speed
obtainable below this. Conduct extended duration
tests on the two best performing lubricants
indicated in the screening tests, LExtended tests
to be run at the most severe feasible speeds
indicated during the screening tests and to be of
a duration of 50 hours or until the first indication
of approaching failure,

Task III - Reporting,

¢, Test Facilities

The equipment shown diagrammatically in Enclosure 1 is
deseribed in the following section, To facilitate this the
system is subdivided into the following paxtis:

Test Rig

Drive System

Hot Air System

Inter-seal Cavity Tracered Air Supply

Bearing Chamber Air Supply

Test 0il Recirculating and Conditioning System
Under-race Lubrication and Cooling System
Pneumatic Loading System.

o & w « * =
R =1 O N

oo aas

C,1 Test Rig

The test rig is designed to simulate aircraft engine mainshaft
designs by avoiding thick sections in the shaft and bearing
housings and by introducing flexible sections between the main

7
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rig outer housing and the bearing outer rings., This flexibility
is intended to simulate the self-aligning ability of current
aircraft engine bearing mounts. Enclosures 2 and 3 show
photographs of the rig and a section view is shown in the assembly
drawing in Enclosure 4, The numbers in brackets in the following
text refer to the part numbers shown on the rig assembly drawing
in Enclosure 4,

The test rig consists of a 12" diameter cylindrical housing (1]
in which a hollow shaft of approximately 5" maximum diameter [2]
is supported by the test bearing at one end and a cylindrical
roller bearing at the other, The housing itself is mounted in
a horizontal position on a table by means of a special
support system which maintains centerline height and parallelism
with the table while freely permitting both radial and axial
thermal expansion of the rig. This arrangement is hest shown
by the isometric sketch in Enclosure 5,

Pedestal [117] is positioned in line with the roller bearing.
Pedestals [11] and [12] are bolted securely to the rig table
and dowelled to maintain alignment.

The environment inside the bearing test chamber is maintained
by a test seal (referred to in this report as the "0il seal’)
adjacent to the test bearing at one end and a rig seal [65] at
the other. The high-temperature air-side seal (referred to
in this report as the "air seal”) is mounted on an extension ring
[ 6] attached to ring [5] . Another ring component [61] directs
the hot air onto the back of the air seal and also provides
static sealing,

The rig therefore contains a total of four seals defining
three distinct chambers., These are the test bearing chamber,
the inter-seal cavity, and the hot air chamber. These are
discussed separately below,

8
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The test bearing chamber is supplied with air at a controlled
pressure of 6 psi and a relative humidity of 50% 4 10%. Within
this space are accommodated three lubricant feed rings, two
for the test bearing [9) and one for the roller bearing [36] . The
number and positions of the drain holes have been selected to
prevent a head of oil from accumulating and being churned in
the recirculating rig,

The inter-seal cavity is of small volume and is supplied
with air which may be tracered with helium for leak detection as
described elsewhere in this report. The air pressure, at 111 psig,
is maintained above the pressure in the adjoining chambers and
thus provides a positive separation between the hot air and the
bearing chamber,

The hot—-air chamber, which is essentially the space
enclosed by [62] , is supplied with air at 100 psi above the
test bearing chamber pressure and 1200°F. This simulates engine
operating environmental conditions for the air-side test seal,
The thrust load on the test bearing is applied by the 100 psi
difference in pressure between the hot-air chamber and the test
bearing chamber as described in section C,8,

The bearing inner ring mounting on the test rig shaft must
be designed to restrain the ring from rotation on the shaft
and at the same time not induce excessive mounting stresses orvr
deflections affecting the internal clearance in the bearing. The
ring materials selected for the test and rig bearings, M-50 and WB49
respectively, both have lower coefficients of thermal expansion
than the shaft material, Inconel X-750, If the normal practice
of fitting the bearing inner rings directly onto the shaft
with a slight interference fit were employed, excessive tensile
hoop stress would be generated at cperating temperature due to the
unequal thermal expansions of the two materials, This could lead
to ring fracture or a significant reduction in internal bearing
clearance., Sleeves of M-1 steel were therefore interposed
between the shaft and bearing inner rings, These are of the
form shown in Enclosure 6 and have a gap at room temperature
between the shaft and the inside surface of the sleeve under
the bearing. Rotation of the sleeve on the shaft is prevented
hy an interference fit between the shafi and the thinned-down
ends of the sleeve, Radial location of the bearings at low
temperatures is achieved by the bending stiffness of the sleeves.
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As the temperature rises during the heag-up period and the shaft
expands it progressively closes the gap under the sleeve until
contact oceurs at a temperature of 300°F. It should be noted
that the under-race cooling and lubrication flow holes shown in
the sleeve in Enclosure 6 are present only in the sleeve used
with the split inner race test bearing, The rig roller bearing
on the other end of the shaft utilizes a similar mounting sleeve

without these holes,

A rig roller bearing is used to support the mainshaft of
the test rig at the end opposite the test bearing, This cylindrical
roller bearing (Enclosure 7), using WB49 steel rings and M-1
steel rollers, has an out-of-round outer ring which provides radial

preloading to prevent skidding,

C.2 Drive System

The rig drive system is shown diagrammatically in
Enclosure 8, A constant speed 75 HP motor drives the test rig
through an eddy-current clutch to provide variable speed.

The motor and clutch combination, mounted on an adjustable
base bolted to the rig table, drives a jackshaft through a
flat belt drive, The jackshaft unit consists of a hollow shaft
mounted in matched pairs of preloaded angular-contact bearings
with a 3" diameter removable, slightly crowned pulley at its center,
The bearings are supported in steel pillow blocks welded to a
rigid base and are lubricated by a separate circulating cold
mineral oil supply fed to the top cap of each bearing. An oil
drain running horizontally across the width of the pillow block
returns the o0il to the scavenge lines,

The rig shaft is connected to the jackshaft by a Koppers
gear coupling. The other end of the jackshaft drives the slip
ring and tachometer assemblies through a rotating electrical
connector and a small flexible coupling. The jackshaft is hollow
to carry the wiring from transducers in the test rig to the slip
rings, Shear pins are provided in the boss of the motor pulley
to permit rapid stoppage of the rig in the event of seizure of
a rotating component within the rig. A plain bearing is fitted
to the motor shaft to prevent damage to the surfaces in the event
of shear pin breakage.

io
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C.,3 Hot Air System

A schematic diagram of the hot-air system is shown in
Enclosure 9, The air flow commences with the air compressor
which has a rated output of 91 scfm at 200 psig. Air feeds
directly to a dryer and filter column which reduces its moisture
content to a -350°F dew point and entrained hydrocarbons to 13 parts
per million, The clean dry air then passes to a 20 cu. ft, receiver
and thence through a shut-off valve to a pressure regulatoer,
A pneumatic servo control on this regulator maintains the
desired pressure in the rig air chamber as indicated by the dashed
line in Enclosure 9, The regulated air then passes through an
indicating flowmeter to a 45 kw electrical heater, alse shown
in Enclosure 9, in which the air passes through approximately 22
feet of type 316 stainless steel tube which is radiantly heated
by electric elements, and thence to the rig hot air inlet
manifold.

The manifold distributes the incoming air to a ring of nozzles
which guide it directly to the back of the air-side test
seal. The output of a thermocouple in the air stream at the
outlet of the heater is fed to the electrical input controls of
the 45 kw heater so that the desired temperature can be
maintained.

The air passes beneath the baffle and exits by way of more
nozzles and the exhaust manifold. It then passes fo a remotely
controlled back pressure valve situated beneath the rig table
from where it is exhausted to atmosphere via a large diameter
pipe passing through the cell wall to a stack.,

C.4 Inter-seal Cavity Tracered Air Supply

Placing two seals in tandem creates a problem in measuring
the leakage rate of the individual seals. This is resolved by
introdueing a small known quantity of helium into the air supplied
to the inter-seal cavity. A mass spectrometer unit then draws
samples from both the inter-seal and bearing cavities and
analyzes them for helium content, The helium content of the
bearing cavity sample is used to compute the leakage rate past
the oil seal, Since the total air flow rate supplied to the
inter-seal cavity equals the sum of the leakage rates of the
individual leakage paths out of the cavity, leakage past the air-~
side seal is found by subtraction.
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To provide an air-helium mixture, a flow mixing system was
developed, This is shown diagrammatically on the right hand
side of Enclosure 10, Air drawn from the compressor receiver
tank is passed through a pressuré regulator set to the desired
inter-seal chamber pressure and then through a transmitting
flowmeter to a receiving tank, This tank is fitted with a constant
leak device set at 0.5 scfm so that the flow does not fall below
the operating range of the flowmeter,

Gaseous helium from a bank of bhottles is fed, after suitable
pressure regulation, to two additional valves. The first maintains
a constant pressure differential of 50 psi across the second by
means of the sensing lines and the controller shown in Enclosure
10. The second valve, proportionally actuated from the flowmeter
signal, serves as a flow controller under the conditions of
constant pressure drop. The helium then mixes in preset concentrations
of 1% - 5% at an abrupt junction with the air and flows
to the receiver. This arrangement provides a constant air-

helium mixture over a variable flow range,

The tracered air then passes through a dry positive
displacement gas meter to the seal chamber, This meter serves to
me asure very low leakage levels at which the accuracy of the
transmitting flowmeter reading is inadequate. When leakage rates
are greater than 5 scfm, exceeding the capacity of the transmitting
flowmeter, readings are again taken from the positive displacement
meter. In this flow range, of course, the helium concentration
is not maintained constant so that accurate leakage rates are
not obtainable from the tracer analysis,

C.5 Bearing Chamber Air Supply

The air supply system for the bearing chamber is also
shown in Enclosure 10. Air drawn from the compressor receiver
tank at a point in front of the test cell passes through a humidity
control cabinet which is capable of maintaining the relative humidity
of the incoming air at 50 + 5%, The humidified air then passes
through a shut-off valve to a flowmeter, The output from this
transmitting flowmeter is used to control a valve up-stream
from it. The air is then admitted directly to the test bearing
chamber, Air exits the test bearing chamber by the oil drain
system described elsewhere in this report.
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A certain amount of o0il vapor is carried away by the departing
air, The air is passed through a water-cooled condenser to
remove as much of this entrained oil as possible. The cooled
air at the condenser outlet exhausts through a pressure regulating
valve servoed to test bearing chamber pressure so as to maintain
the pressure in the chamber,

C,6 Test 0il Recirculating and Conditioning System

This system is constructed of Monel 400 alloy for corrosion
resistance,

0il circulation proceeds from an internal-gear-type Monel
pump, and a Monel filter unit accepting fiberglass elements,
through a flowmeter to the rig. The fiberglass elements have
a specified pore size of 40 microns and deliberately have excess
flow capacity, by about two and a half times, in order to secure
low pressure drops and long life, even with an oil that is
undergoing some thermal degradation,

The combined oil tank and oil heater unit shown in Enclosure
11 is also designed to act as a defoamer, 0il from the rig
drain manifold enters the top of the tank, which is below rig
level, in a direction tangential to the cylindrical inside
surface of the tank.,, The swirling motien set up in this way
allows time for the entrained air to separate from the oil. The
0il then collects in the bottom of the tank where it is drawn
out by the pump, either through an oil cooler or through a by-
pass line, and the air passes out through the oil condenser mentioned
previously,

Both the condenser and the o0il cooler shown in Enclosure 11
are cooled with water from a central recirculating water system.
The oil~-in temperature to the rig is maintained at its
specified limit by controlling the water flow to the oil cooler.
The oil tank and defoamer unit has been sized to accommodate up
to six gallons of lubricant which, together with the capacity of
the pipes, pump, filter and inlet manifold, gives a maximum
capacity of approximately 6 1/2 gallonus,

To keep the system oil capacity to a minimum, heat is
supplied to the oil through the large cylindrical inside
surface of the o0il tank by surrounding it with an o0il heater.
To preclude the possible occurrence of local "hot~spots” in
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the heater, which could lead to premature coking of the oil on

the tank surfaces, liquid metal has been c¢hosen as a heat transfer
medium, The metal selected for this purpose is a lead-bismuth-tin
eutectic which has a melting point of 158°F, This is directly
heated by a 230V 12kw electric immersion heater, Corronsion
problems with this liquid were minimized by selecting carbon steel
for the outer container and heater sheath and by using hard
chromium plating on the surfaces of the Monel o0il tank which

are exposed to the liquid metal, The toxicity of the liquid metal
is considered tolerable under the operating conditions,

All components of the system, including the oil tank,
the heat exchanger, and the condenser, are designed for ready
disassembly and c¢leaning. This meant the inclusion of a number
of extra flange joints and the avoidance of threaded connections
wherever possible,

C,7 Under-race Lubrication and Cooling System

The test bearing under-race lubrication system shown in
Enclosure 12 is supplied with oil by two tubes extending through
the rig housing. These tubes jet oil into an annulus mounted
adjacent to the bearing inner ring mounting sleeve (shown in
Section view in Enclosure 6), The annulus acts as a reservoir
in which 0il collects as a result of centrifugal force and
from which it flows into 12 axial grooves in the bore of the
inner race sleeve, These 12 grooves break into 12 radial holes
in the center of the sleeve. These holes are drilled in line
with the test bearing inner ring split and they thereby feed
0il into the bearing through the inner ring split face slots,

Six of these 12 holes additionally intersect six axial grooves

on the O0,D., of the sleeve which direct some of the o0il from the
radial holes across the 0,D, of the sleeve under the loaded

half of the inner ring thereby providing direct cooling oil to
this critical part of the bearing. 0il exits from the six

sleeve 0.0. grooves intg one of iwo areas depending on which of
the two 0il seals used in the program  happens to be in use. In
the case of Koppewmsseal 101056B (Enclosure 13) the o0il exits into
an annular area in the bore of the mating ring from which in turn
it passes through slots directly into the bearing cavity without
performing much mating ring cooling. In the case of NASA

seal CC850685 (Enclosure 14) the oil exits into an annular area
in the bore of the part number CD850688 mating ring mounting sleeve
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from which it is directed successively by centrifugal force
through holes in the sleeve and in the mating ring itself thus
providing cooling for the mating ring.

In this program the first screening test and the first half
of the second screening test were run with the Koppers seal but
without the slots cuts in the mating ring to allow o¢il flow in
the under~-race cooling system, This configuration allowed
flow to the test bearing split face slots but not across the
bore of the loaded half of the inner ring, The mating ring slots
were added prior to the second half of the second test making
the system fully functional at that point.

Since the o0il supply for the under-race cooling system
taps off the lube pump outlet line upstream of the test bearing
0il supply flowmeter, flow in the URC system is not included in
the flowmeter reading. Flow tests, however, indicate a total
flowrate of .25 gpm in the URC o0il supply tubes when flowrate
to the test bearing is 1,0 gpm. This 4 to 1 flowrate proportion
may be used as well at the other test bearing flow levels used
in the program,

C.8 Pneumatic Loading System

Thrust load is applied to the test bearing by means of the
pneumatic pressure differences between the hot air chamber, the
test bearing chambey and the outside atmosphere acting on the
halance diameters of the test seals and rig seal respectively.
Appendix II presents a calculation of the load applied to the
test bearing as a function of the rig cavity pressures,

D, Instrumentation

§,]1] Data Collected

The output of temperature transducers located at various
points in the test rig are recorded on two temperature recorders.
One of these is a continuous recording Honeywell two-pen strip
chart recorder and the other is a commutated multipoint Esteriine
Angus recorder with a forty-eight point capacity., The use of
the two-pen strip chart recorder permits bearing inner and outer
ring temperatures to he continuously monitored during testing.
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This allows evaluation of any temperature excursions in these
parameters which might occur., Any of the parameters recerded
discretely on the multipoint recorder may also be plugged

into the two-pen recorder at any time for continuous monitor.

The multipoint recorder records the temperature of a point
every 70 seconds. The following parameters are recorded, in
duplicate in most cases:

air seal housing temperature

0il outlet temperature

hot air temperature

0il tank heater: temperature

air seal bellows temperature

test bearing chamber temperature

rig housing temperature, test bearing end
rig housing temperature, roller bearing end
drive system jackshaft pillow block temperature
roller bearing outer ring temperature

air seal mating ring temperature

0il seal mating ring temperature

In addition the following data is collected manually:

rig running time

shaft speed

motor current

motor voltage

current to all rig heaters
total air leakage flow rate
bearing chamber pressure
inter-seal cavity pressure
hot air cavity pressure
hoet air flow rate

test bearing oil flow rate

D,2 Slip Rings and Connector Assembly

To achieve reliable monitoring of the test bearing inner
ring temperature, and the temperatures of the two test seal
mating rings, three pairs of thermocouples are embedded in the
test shaft, In order to avoid any spurious voltages or cross-
talk, the neutral lines, Constantan in this case, should not be
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commoned and thus twelve separate contacts to the roating shaft
are required,

The slip ring assembly is mounted at the free end of the
jackshaft and is driven from it, A tachometer is, in turn, driven
from the slip ring assembly, This layout necessitates the passage
of the thermocouple leads through the coupling and on through the
hollow jackshaft., To enable the test shaft to be removed from
the rig for either a bearing change or inspection, the wires
must be disconnected., This capability has been achieved by
supporting the wires in a special 1/2" diameter probe extending
from the slip ring assembly through the jackshaft and coupling
which has a twelve pin connector mounted on its forward end.

The mating component of the twelve-pin connector is carried
on a short extension tube, itself supported in thermal insulating
material, The extension tube keeps the connector well clear
of the high-temperature shaft to minimize oxidation problems
or deterioration of the insulating material, This configuration
is shown in Enclosure 15.k

The probe is constrained only at its two ends so that its
own flexure will accommodate the small degree of axial misalign-

ment tolerated by the gear ooupling.

D,3 Mass Spectrometer

A model 12-101A specirometer operating on the time-of-flight
principle and supplied by the Bendix Corporation of Cincinnati
is used to measure the concentration of helium in the gas sample
taken, This is done by manual readout of the selected peaks
by the electrometer circuit, Enclosure 16 shows a schematic of
the reading procedure,

D,4 Infrared Pyrometer

For this program an infrared pyrometer is used to monitor
the temperature of the test bearing cage. Optical access to the
cage is provided by a hole drilled through the test rig housing
at such an angle as to make observation of a section of the
cage face possible. A nine inch long half inch O0.,D, stainless
steel tube is inserted in this hole.j The outboard end of the
tube is capped with a windowed plug through which tke infra-red

17
RESEARCH LABORATORY SKF INDUSTRIES, INC.



AL73T024

pryometer is sighted. The plug is manufactured from bhorosilicate
glass (Pyrex) which is partially transparent to infra-red light,

D.5 Search Coil

The search coil is a unique bearing instrumentation concept
used for the first time in high speed testing on this progranm,
The concept was orikginally tested in simplified form by
Hirano and Tanoue (References 4 and 5) as discussed in detail
in Appendix III,

Two different search coil systems were tested on this
program, The first, used in tests 1 through 35, is referred to in
this report as a single coil or "single element” type. The
second, a more sophisticated system used only during test 1.
is referred to as a “"dual differential coil system”", No coil was
#ised during tesi 6 due to a malfunction of the system,

The simpler single element coil device consists basically
of a single continuously wound induction coil, of diameter
approximately the same as the cage, placed adjacent to the side
of the bearing and co-axial with it, A single ball in the
bearing is permanently magnetized (saturated)., As the ball rolls
in the bearing with its dipolar axis in any orientation other
than coincident with the ball's rotational axis, a periodic
voltage is induced in the coil. The frequency of the induced
voltage is proportional to the ball's rotational velocity. The
signal amplitude is a function of the rate of change of the mag-
netic flux cutting the coil and, in the single element coil, this
rate of change is a complex function of the relative attitudes
of the ball’s rotational and magnetic axes and the coil attitude
as well as the ball's rotational velocity.

The coil psutput voltage may be monitored om an oscillioscope
during the test and recorded on various devices, In this
program the coil signal was recorded on magnetib tape during
most of the tests and was run off on a writing oscillograph from
the tape after the test. Analysis of these traces, as taken from
the single element coil, will show the occurrence of changes
in the ball's rotational velocity or in the orientation of the
rotational axis and thus identify the occurrence of such
phenomena as abrupt ball skidding.
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The single element coil, however, is not sufficiently
sophisticated to allow a determination of the relationship
between changes in the ball's rotational velocity and changes in
its rotational axis in any particular event within the bearing
which generates a change in amplitude of the signal (although the
appearance of the trace envelope can be surprisingly revealing
in this regard). This problem is resolved by the dual differential
coil system described in Appendix IIl.,

The dual differential coil system consists of twe
concentric differential coils., Each differential coil consists
of two thin cylindrical "half-coils" with an equal number of
windings wound in opposite senses, and placed concentrically within
each other, leaving a ring-shaped gap between them, When such a
"differential” coil is placed in a moving magnetic field a
voltage is induced in the coil only by that portion of the
magnetic flux which penetrates the space between the two half
coils since the magnetic flux inboard of the inner half coil
and outboard of the outer half will induce opposite voltages
which cancel cach other, When two such differential coils are
placed adjacent to a bearing, with each coil in a different
known position with respect to the path traveled by the ball
set, the position of the axis of rotation of a magnetized ball
in the bearing may be determined by a comparison of the output signals
from the two coils, B IS has generated a mathematical model
of the dual differential coil system which enables the computation
of ball rotational axis position and rotational velocity from
the two differential coil output signals recorded during testing.
Aititendant to this analysis was a static mapping of the
magnetic flux field surrounding the bearing for given ball
magnetic axis orientations,

As noted earlier the dual differential coil system was
used only during test 7 of this program, Detailed analysis
of the dual coil data is not part of the‘present program, It
is expected, however, that these results will become available
at a later date in conunction with work presently in process
for another Government sponsor,
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E, Test Elements

E,1 Test Bearing

The bearing used for all of the testing on the NAS3-14320
program is B IS F part number 459981G-1 and is shown in
Enclosure 17.( Its design features make it typical of the
mainshaft thrust bearings currently in use, either singly or in
tandem, in modern turbojet aircraft engines,

The bearing is basically a 125 mm bore, 190 mm O,D, split
inner ring ball bearing with "black oxide" coated CVM M50 rings
and balls, 21-.8225" ball compliement, ABEC7 tolerances, an AISI
4340 steel one piece fully machined and balanced outer land riding
cage silver plated .001l" te ,002" thick on all surfaces, inner
ring split face lubricant feed slots, and puller lips on both the
inner and outer rings. The bearing incorporates geometry and
surface finish controls on functional surfaces that are consistent
with the best available aircraft practice,

The split inner race design avoids the ball complement
limitations of a conrad assembly and permits a greater number of
balls to be used thereby increasing the thrust carrying
ability of the bearing. The split inner design also permits the
use of a one piece cage giving increased strength and land
riding surface geometry control.

The cage for the 459981G-1 bearing, shown in Enclosure 18,
utilizes ball retention only at the cage bore. This feature
allows removal of the balls from the cage pockets for
inspection of replacement during a test series, Cage pocket
clearance, at 0,019" - 032", is consistent with current
aircraft practice in applications with predominant thrust loading
such as this one, Diametral cage running clearance with the
outer ring land, at .030" - .040", was increased over that used
with the 125 mm bearings in the previous program NAS3-6267,

This was necessary to allow for the increased closure of the cage
to ouwter ring land gap due to cage growth as a result of
centrifugal force at the 24,000 rpm targeted test speed, The
cage silver plating used in these bearings was applied by the
electro~plate method since the icon deposition plating used in
the previous program had not shown any significani advantages.,
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The consumable electrode vacuum melted M50 tool steel
material used for the bhalls and rings of the test bearing was
chosen as being consistent with the contract requirement that
the bearing be designed for a maximum outer race temperature of
TO0°F in view of the targeted maximum operating ring temperature
of approximately 515°F, M50 maintains adequate hot hardness
to 700°F and furthermore gives excellent life, The fatigue
life capability of the material in use was a matter of some
importance to the program, although not a direct test item in
itself, because of the concern that a test not be "lost" through

a classical fatigue failure of the bearing rather than through
lubricant related effects, M350 additionally presented the
advantage of being the best known of the high temperature bearing
steels as far as its surface degradation effects under various
running conditions go, thereby potentially aiding in lubricant
performance analysis,' Finally, M350 steel is the current

material of choice for the most severe modern aircraft engine
applications and thus its use in the test program creates gains in
regard to the relevancy of program results to current applications,

B,2 Test Seals

As with its predecessor program, the test rig used for
program NAS3-14320 contains a shaft seal system designed to
isolate the test bearing cavity, at & psig and roughly 500°F, from
a 1200°F/106 psig hot air environment. Because of the severity
of this combination of high pressure and temperature a dual
seal arrangement was used with a first or "air"” seal acting
as a barrier against the high temperature, but operating at a
small pressure differential, and a second or "o0il" seal (actually
both an o0il and gas seal) providing sealing against high pressure
but operating at a much lower temperature differential. This
seal arrangement is shown in Enclosure 4.

The two seals define three "chambers”™ within the rig. These
are referred to in this report as the "hot air chamber"”, the
"inter-seal cavity" and the "test bearing chamber"., Nominal
targeted pressurization levels for these chambers during
the NAS3-14320 program were 106, 111, 6 psig respectively. Holding
the inter-seal cavity pressure at 3 psi above that of the hot
air chamber provided an effective method of keeping hot air from
leaking into the inter-seal cavity where Lhe oil seal would be
exposed to it,
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E,2,a Koppers "Air" Seal

The "air’ seal and mating ring used for NAS3-14320 are essentially
the same basic designs as were used (in various configurations)
successfully during the previous NAS3-626T7 program. They were
designed and manufactured by Koppers Company, Inc. of Baltimore,
Maryland, Three air seal assembly (includes the mating ring)
part numbers, representing slight configuration differences,
were associated with the present program., These are part
numbers 700397, 700405 and 700495. The seal is basically a
rubbing carbon nose face seal with bellows type secondary sealing.
It utilizes an Inconel~X housing, Inconel-718 bellows and S6HT
carbon nosepiece, The mating ring used with the air’seal is
of Inconel-X with chromium or chromium carbide (both were tested)
flame sprayed plating on the operating face. The carbon nosepiee
face is machined with the sealing dam located such that the bellows
is pressure balanced, that is such that no moment exists on the
axial cross-section of the nosepiece due te the pressure
differential across it, Carbon wear pads are provided both
board and outboard of the seal dam to distribute the bellows in-
face load and residual gas pressure unbalance over a large
contact area, Both the inboard and ocuthboard wear pads are
grooved radially to prevent any pressure buildup between them
and the seal dam, Typical photographs of the carbon nosepiece
face and of the mdting ring are shown in Enclosures 32 and 36,
aml an assembly drawing of a typical Hir seal is shown in
Enclosure 19,

One of the Koppers ‘air seal subassemblies, 700495 serial
number 1, was used on the program, This had previously been
refurbished by the Koppers Company and then had seen approximately
7 hours of service in the previous program NAS3-6267 before its
use in NAS3-14320. It was in excellent condition, however,
for the start of NAS3-14320. Three Koppers "ait seal mating rings
were used in this program. All of these were newly replated
prior to use.

E,2,b "0il" Seals

e

Two types of "0il" seals were used, The first seal used
in the o0il side position for the first five of the seven tests
run on NAS3-14320 was again a Koppers face seal design, this
time, however, incorporating hydrodynamic life "pads" in the mating
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ring face and utilizing a piston ring secondary seal rather than
a bellows, It was designed and manufactured by Koppers Company
under their part number 101056B and is shown in Enclosure 13

and 45, This particular seal was chosen because it had given
better long term performance in the oil~side position (through
at generally lower speeds than those of NAS3-14320) on the
previous program than had the bellows type seal,

Features of the part number 101056B seal include a 405
Stainless steel housing,. a USG 2777 carbon secondary piston ring,
and a CDJ-83 carbon nosepiece. The mating ring is manufactured
from AMS 6322 and was flame spray plated with tungsten carbide
for the early tests of the program and chromium carbide for the
later ones. The carbon nosepiece has a sealing dam and inboard
and outboard wear pads machined into its face, Only the outboard
pad, however, is grooved for pressure relief. The inboard wear
pad is ungrooved and serves to react the pressure generated by
the 1ift pads which are machined into the mating ring face,

Two P/N 101056B oil-side seals were used in this program,
S/N 1 and S/N 2, S/N 1 had been newly refurbished by the Koppers
Company. S/N 2 had also been refurbished by Kopper but had
subsequently seen 7 hours of service in an unrealted NASA test
program (NAS3-14310) prior to use on NAS3-14320.

The second "oil" seal used was the NASA self-acting l1ift
pad seal, This seal, in the configuration in which it was
tested on NAS3-14320, is designated as NASA part number
CC 850685, An installation drawing showing the seal assembly
and its associated mounting components installed in the rig
as used in the present program is shown in Enclosure 14,

The seal utilizes a carbon (CDJ-83) nosepiece with twenty Rayleigh
step lift pads machined into its operating face immediately inboard
of a narrow seal dam. The nosepiece is spring loaded against an
AISI 4340H mating ring which is flame spray plated with .004"
,008" thick chromium carbide., The mating ring is supported
radially at the center (only) of its bore on a AISI 4340
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mounting sleeve to which it is keyed to prevent rotation. The
central support point for the mating ring serves to decrease its
distortion due to thermal gradients in the sleeve. The mating
ring is held in position axially against a shoulder in the sleeve
by a machined Inconel X-750 bellows spacer which provides a known
clamping force on the mating ring, The mating ring is cooled

by the test bearing under-race cooling o0il flow which, after
exiting the under-race cooling sleeve under the bearing bore,
flows by centrifugal force successively through holes in the
mating ring mounting sleeve to and through holes in the mating
ring itself and exits into the test bearing chamber as shown in
Enclosure 14, The seal is provided with a threaded "windback”
which is supported by the nosepiece retainer and is held adjacent
to the mating ring 0.D., in order to prevent the migration of oil
onto the nosepiece operating face., Secondary sealing is provided
by a piston ring operating in a circumferential groove in the
main seal homsing. A narrow nose on the piston ring 0.D. provides
sealing against the bore of the seal carrier,

With reference to Enclosure 14, the following seal parts
were manufactured for this program by the Stein Seal Company of
Philadelphia: 2 mating rings under NASA part number CD849674, 1
seal carrier CF848839, 1 seal housing CF850687, 1 set of springs
CB850686, 3 lugs 850701, The remaining seal parts were supplied
directly by the NASA Lewis Research Center. Stein Seal
Company additionally manufactured the following parts required
to mount the seal in the BEEF rig: 1 spacer GCB50689, 1 mating
ring mounting sleeve CDB850688 and two keys under PWA part
number SKZ-71962, The bellows, PWA part number SKZ-71964,
was supplied by NASA,

The basic design for this seal was generated by NASA based
on the results of Phase I of contract NAS3-7609 conducted by
Prati and Whitney Aircraft Company of East Hartford, Connecticut,
In the subsequent Phases II and III of NAS3-7609 (reported
respectively in references 6 and 7) Pratt and Whitney undertook
to evaluate the capability of various versions of the seal
(along with other candidate designs) to perform in environmental
conditions whose severity exceeded those established as the
limits for the positive~contact or sliding type mainshaft seals
currently in use, These 1limits are generally taken to be a
pressure differential of 130 psi, a gas temperature of 800°F,
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and a sliding speed of 350 ft/sec (or roughly 12,000 rpm with this
seal which is equivalent to 1.5 x 10® DN on a 125 mm bore
bearingl,

In the Phase LI and III testing Pratt and Whitney demonstrated
successful operation of certain versions of the seal for
re spectable durations and at low leakage levels at operating
conditions far exceeding those mentioned above, Specifically they
were able to reach pressure differentials up to 300 psi, gas temper-
atures of up to 1200°F and seal sliding speeds up to 500 ft/sec
(17,300 rpm or 2.13 x 100 DN on the 125 mm bore bearing).

The existence of contract NAS3-14320 at LS ¥, a contract
conceived primarily to test lubricants but utilizing a rig
simulating mainshaft conditions and requiring ultra-high
speed mainshaft seals., Thus a single seal and two mating rings
were provided for use on this program with the plan that they
would be used as back-up test hardware and would be tested only
if needed due to failure of the two existing Koppers seals which
had been allocated to the program for use in the pil-side
position., As it occurred, and as related under the test results
section of this report, failure of both of the Koppers "oil"
seals necessitated use of the NASA seal in the last two tests
(Nos. 6 and T) of the program.

The seal used in the present program differed in eertain
critical areas from that which had heen successfully run by
PWA, In particular a mating ring of 3/4" width was used. PWA
testing with the 3/4" mating ring had been unsuccessful due to
ring face waviness induced by installation forces, temperature
differentials and other faciors. These problems were resolved
in the PWA program by, among other things, going to 1" and 1 1/8"
wide mating rings.

£E,3 Lubricants

The selection of test lubricants for this program was made
jointly by @IS and the NASA Lewis Research Center on the basis
of properties data from the suppliers, published performance if
such was available and experience under related conditions
with analogous materials, Temperature vs, viscosity and vapor
pressure data for the selected fluids are given in Enclosures
20 and 21 respectively, Such other properties data as were
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available from the SUppliers'may be found in Enclosure 22,

1, FN 3158

This is supplied by the Esso Company, USA. It is a super-
refined naphthenic hydrocarbon, has a very high degree of thermal
stability and contains an additive package toO provide oxidation
inhibition and improved anti-wear capabilities.

2, MCSs 2931

This material is supplied by the Monsanto Chemical Co.
and is an improved modification of their MCS 293 which in turn
is desgribed by the supplier as in "a chemical class related
te the polyphenyl ethers", Its use is recommended in applications
where greater oxidative, thermal or radiation stability is
required than can be offered by existing conventional Iubricants
and where better low-temperature properties are needed than
those provided by the polyphenyl ethers.,” It has the lowest
vapor pressure of any of the four fluids examined in this project.
This is apparent from the curve of vapor pressure vs. temperature
presented in Enclosure 21, The material has beeén designed for
jet engine lubrication and in testing to date was shown to bhe
a capable gear :lubricant,

3, DN 600, Type 2

This is a synthetic hydrocarbon provided by the Continental
0il Company., It is made by polymerizing alkyl hydrocarbons onto
an aromatic nucleus and its base stock again possesses a high
degree of thermal stability, a good viscosity index, and good
susceptibility to additives. It may be noted here that the
type used has an additive paékage intz2nded for use as a
hydraulic fluid (e,g, for automatic transmissions).

4, Turbine 0il 535

This fluid, a type II ester utilizing a new proprietary
additive package, is supplied by the Shell 0il Co. and is
essentially an improved candidate for MIL-L-23699, It has the
highest viscosity index of the four materials examined, but
also has the highest vapor pressure in the 300 to 500°F
range, which could be a cause of excessive evaporation during
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operation, The plot of vapor pressure data presented for this
fluid in Enclosure 21 shows a.discontinuity in the vapor

pressure curve which corresponds to an isoteniscope decomposition
temperature of about 5709, Thus, its thermal stability measured
in this fashion will be some 50 to l00°F lower than the other
candidates in the project.

F, Test Results

A detailed description of the test procedures used is given
in the contract work statement presented in Appendix I, A
tabulation of the test elements (the lubricant, test bearing and
seals) used in each test is given in Enclosure 23, and a
presentation of the test results is given in Enclosure 24,
Lubricant chemical analysis results for all of the testing are
presented in Enclosure 25, Finally, the test data recorded
during each test are presented in Enclosure 26. A recording of
these latter data was made roughly every half hour during the
screening tests and every hour during the extended duration
tests as well as at any point during testing that any significant’
change occurred in the test conditions,

The rig and sump heaters were used for partial rig warm up
prior to starting each test, Full iest bearing and lubricant
temperatures (targeted 500° + 15°F outer ring temperature and
400°F + 10°F lubricant inlet temperature) were generally reached,
however, by running the rig at lower speeds until test temperatures
were reached, This procedure plus low speed leak testing and
checkout of other systems resulted in a good deal of time spent
in the lower speed ranges prior to reaching full test conditions,

i1t should be noted that this "Test Results”" section deals
primarily with the conditions under which the tests were run,
the events before, during, and after them and their results., A
minimum of conclusions and cause/effect relationship evaluations
are generated in this section since these are covered in the
subsequent section "Discussion of Results",
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F.1 Screening Test Results

F.l.a. Screening Test BResults Using Humble FN3158
Blended with 5% Kendall 0839 Besin (Test No, 1)

In this first test of the program a total of 13.6 hours
of running time were attained, The test was terminated
normally after completing all of the test objectives. Rig
speed reached 23,600 rpm (2,95 x 10% DN, this being the maximum
speed obtainable with the rig drive motor speed control turned
wide open.

Pre-Test Setup:

As noted in Enclosure 23 both the Koppers air and o0il seals
in use for this test had been used previously on another program,
though for only seven hours. Both appeared to be in excellent
condition at the start of the test, Both mating rings had been
newly replated prior to the test with chromium on the air seal
ring and tungsten carbide on the o0il seal ring.

A new test bearing was installed for the test, The under-
race cooling system was not fully functional since the Koppers
0il seal mating ring had not been slotted to allow full flow
in the system, With the system in this configuration flow
was provided only to the test bearing split face slots (the
mating ring was later slotted after phase a of Test No, 2},

Test Summary:

During the initial stages of the test a problem was
encountered with the rig flat drive bhelt attempting to ride
off the drive pulleys, This was eventually resolved by "crowning"”
the pulley but resulted in extended running at speeds below

20,000 rpm before the repair,

As inspection of the data given in Enclosure 20 shows: total
seal leakage increased from about 8.0 scfm to as high as
27.2 scfm in the final hours of the test ; and fluctuations in
test bearing cavity pressure to as high as 20 psig (nominal is
6 psig) were noted indicating seal degradation which was
verified on subsequent disassembly as discussed below.
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As might be expected, the differential temperature between
the 0il inlet and bearing outer ring temperatures increased with
speed (at any given constant set of conditions of o0il flow
rate, heat exchanger water flowrate and rig heater settings), In
order to maintain the 100°F differential temperature (implicit in
the individual limits) between these two parameters as speed
was increased it was necessary to make adjustements in the oil
flow rate, heat exchanger water flowrate and/or the rig Leater
settings. Eventually, however, these parameters reach their
adjustement limits and at the highest speeds it was therefore
found necessary to live with a differential temperature higher
than the implicitly specified 100°F nominal., In this event the
procedure of using a lower oil inlet temperature was chosen
rather than to allow ring temperature to rise above its maximum
limit. Thus Enclosure 26 indicates some values of oil inlet
Lemperature below the required 400°F + 10°F band, As later
testing would show this situation also existed with all of the
other oils,

The single element search coil was in use during this test
for functional checkout and calibration, Its output signal was
monitored on the oscilloscope, however no permanent data recordings
were made and no conclusion was drawn as to bearing or lubricant
performance during the test, Coil operation proved to be
satisfactory.

Bearing Inspection:

The test bearing was found to be in generally good condition
with no evidence of lubrication related surface distress on the
raceway or ball surfaces. Some debris denting was noted in the
load paths on the raceways and on the balls, The cage showed
normal operational wear markings in the silver plate in the pockets
and on the 0.D, land riding surfaces,

Seal Inspection:

Measurements taken on the Koppers "air" seal, serial number
I, indicated an average wear of the primary carbon nosepiece
face of .013", JInspection of the air seal mating ring, serial
number 3, showed evidence of a slight amount of wear on the
chromium plated operating face. A very slight degree of plate
chipping was noted in a few isolated spots in the worn areas,
The heavy wear noted on the carbon nosepiece face was attributed
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to its riding over the relatively rough worn areas of the mating
ring. Other than for the nosepiece and mating ring wear the
air seal was in good condition,

Inspection of the Koppers "oil"seal, serial number 2, showed
very heavy carbon nosepiece wear (material CDJ-83), deep scoring
of the operating face of the serial number 1 mating ring, and a
broken secondary carbon piston ring (material USG 277). The
nosepiece was worn an average of ,020". The mating ring wear was
predominant on one side of the ring for a run of approximately
180° around it suggesting that the ring had been cocked on the
shaft. The wear measured a maximum of ,013" deep in the outside
wear pad rub area, .006" in the seal dam area and .0053" in the
inside wear pad area, of course completely removing the tungstien
carbide plating, -originally .9025" thick, in these areas.

Investigation of the "oil” seal failure, including fit
checks of the shaft stack-up hardware, was conducted at this point
but failed to reveal the cause of the eccentric wear pattern
on the oil seal mating ring face. The actual cause of this
condition was eventually traced, after test 2a, to a condition
of insufficient radial piloting of one end of the main seal
clamping sleeve which axially clamps the shaft stack-up
including both mating rings. This is discussed in more detail
under test 2 (Results section), however 1t is pertinant to point
out that the fa11ure of the Koppers '0il seal and the degradation
of the Koppers "air seal during test 1 are both felt to be
attributable to this problem,

0il Analysis:

Chemical analysis of the lubricant from test 1 showed a
roughly average degree of chemical change (compared to the other
0oils tested on this program), Viscosity increased by 28%,
acid number by 50% and dirt content by 150% during this time.
The dirt content increase, however, is believed to be due in
part to ithe heavy wear experienced by the oil seal. \Uebris
from the nosepiece and mating ring could migrate, with the
help of centrifugal force, over the mating ring 0.D, past the
windback, and into the test bearing chamber. This also would
explain the relatively heavy debris denting noted in the testi
bearing.
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Rig disassembly after the :test indicated very heavy coking
of the rig interior, This was rated "severe' as noted in
Enclosure 25 for comparison with the other oils run on ihe
program, ‘

Photographs illustrating the post test condition of the test
elements and rig components are given in Enclosures 32 through 34.

F,1.b. Screening Test Results using Monsanto MCS-2931
(Test No, 2)

This test was conducted in two phases, Rig modifications
and hardware changes were made at the 12 hour point. To
facilitate data reference, the parts of this test conducted
before and after the 12 hour point are referred to, here and in
the data presentations, as phases 2a and 2b respectively. Phase
2a was terminated at 21,900 rpm with an oil seal failure; phase
2b ended at 18,000 rpm with a smearing failure of the tesi
bearing,/

Pre-Test Setup:

Phase 2a was conducted using the same air seal as had been
used in test 1 but with a different air seal mating ring, serial
number 1, replacing the moderately worn test 1 mating ring. The
new mating ring utilized chromium carbide flame sprayed plating
.0035" thick on the operating face as opposed to the chromium
used in test 1.

The damaged 0il seal and mating ring used in test 1 were
both replaced for phase 2a with newly refurbished parts of the
same design., These were oil seal S/N 1 and mating ring 5/N 2,
As in test I the mating ring was plated with tungsten carbide.

A new test bearing was installed for phase a, The single
coil search coil was used during the test and, as in test 1, was
monitored only on the oscilloseope., As in test 1, the under-
race cooling system was not fully functional for phase a of test
2 and provided oil flow only to the test bearing split face
slots.

Test Summary (Phase 2a):

As shown by the Enclosure 26 data, speed was successively
increased through 20,000 rpm, over the first 12 hours of testing
with an attendant general rise in total seal leakage from 8 scfm

31
RESEARCH LABORATORY SKF INDUSTRIES., INC.



ALT3T024

to nearly 20 scfm. After one hour at 20,000 rpm leakage rose

to approximately 25 scfm., On a subsequent attempt to increase
speed to 22,000 rpm an oil seal failure occurred at 21,900

rpm and initiated an automatic rig shutdown due to depletion of

air supply p¥essure to the rig. Total leakage subsequent toc the
failure was in excess of 40 scfm with test bearing chamber pressure
rising from its normal 6 psig to about 11 psig. No problems
related to the test bearing or lubricant were indicated at any
peint in the testing,

Seal Inspection and Seal and Riq Modification Pre—Phase 2b:

Tear~-down showed the "air seal to be in good condition.
Measurement showed that no significant wear had taken place on
the air seal nosepiece, The 'air seal mating ring also showed
evidence of very slight wear.

The il" seal and its mating ring, however, showed evidence
of a rubbing failure very similar to that which had occurred
during test 1, As in test 1 the mating ring face showed an
eccentric wear pattern, that is with the wear heavier on one side
of the ring than on the other, The mating ring face was scored
over approximately a 270° arc to a maximum depth of ,0095" in
the outer wear pad rub area and .0080" in the inner wear pad
rub area, Measurement showed the carbon nosepiece to have worn
.041" from its pre-test condition, The secondary carbon piston
ring was found to be broken in one place.

During the investigation of the seal failure, re-—evaluation
of the mating ring clamping sleeve showed that it had insufficient
radial piloting on the shaft on one end, This sleeve bolts to the
end of the shaft and provides axial clamping of the components
involved in the shaft stackup, including the two shaft seal
mating rings., Because of this condition uneven tightening of the
six bolts which secure the sliceve to the shaft was found to
result in cocking of the sleeve and hoth the air and oil seal
mating rings, The clamping sleeve was therefore modified as
shown in Enclosure 27 to give the needed radial piloting., The
six clamping sleeve holes were also redrilled and tapped to
eliminate an uneven thread drag condition with the orjginal
holes which could contribute to uneven tightening.

The failed "0il' seal and mating ring were rveplaced with
Koppers seal serial number 2 and mating ring serial number 1,
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both of whichhad failed during test 1 and had since been
refurbished by the Stein Seal Company. During refurbishment

a number of changes were made in these parts at NASA's

request. The mating ring plating was changed to chromium carbide
from the original tungsten carbide due to evidence of a

tungsten carbide to carbon incompatibility found on another

NASA program., Also the depth of the lift pads in the mating

ring face was increased to °9075" from the original .0035"
nominal as run during test no. 1.

Also at this time the Koppers serial number 1 'bil" seal
mating ring was modified to make the under-race oil cooling system
fully functional, Six slots were added to the face of the
mating ring which bears on the test bearing inner ring side face,
These holes opened this previously dead-ended leg of the under
race cooling system to allow oil from the under-race sleeve
to flow, aided by centrifugal force, into the test bearing
chamber and on to the oil sump,

Also prior to phase 2b a tape recorder was added to the
search coil system in order to allow the recording of the coil
signal on magnetic tape during testing and thereby permit post-
test oscillogram production and analysis,

During installation of the '0il’ seal mating ring a special
procedure was developed to allow an approximation of a runout
check on the mating ring face. This was undertaken after the
previous seal failures were attributed to excessive runout. The
word approximation is used here because with the air seal
installed it is impossible to gain access to the oil seal mating
ring in order to directly measure its axial runout, Experimentation
showed, however, that. although axial runout levels as high as
0.002" could still be developed (in spite of the modification
just completed) by varying the sequence used in tightening the
main shaft champing sleeve bolts, this runout was always nearly
equal and in the same angular orientation on both the air and
0il seal shoulders, Good correlation was thus established
between the air and oil seal mating rings, and it was decided
that the air mat1ng ring runout might be used as a guide to the
runout of the %il” seal after final assembly.
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Through a trial and error process in tightening the mainshaft
clamping sleeve bolts, "air”(and therefore 0il') seal runout was

brought down to 0.0005" prior to phase 2b testing,

Test Summary (Phase 2b):

After initial warm-up for phase 2b, rig speed was taken
directly up to 14,000 rpm and from there to 18,000 rpm (2.25 x
10 BN) in 2,000 rpm increments. No problems were encountered
through the 18,000 rpm point and data was obtained at 14,000,
16,000 and 18,000 rpm at test bearing oil flow rates between
1.0 and 2.0 gpm as shown in Enclosure 26, After 0.7 hours at
18,000 rpm a test bearing smearing failure occurred approximately
6 minutes after a reduction in test bearing oil flow rate from
1.5 gpm to 1.0 gpm (although the bearing had run successfully
under these conditions in phase 2a). No unusual bearing
temperature excursions had been noted prior to the failure. A
total of 4,3 hours of additional testing were attained in phase
2b prior to the:failure for a total 16.3 hours time for test 2,

As in phase 2a total seal leakage vose slightly with speed
during the test (a normal characteristic for the seal). However,
the maximum total leakage rate was 9.4 sc¢fm, less. than ‘
half that of phase 2a, indicating a likelihood that the shaft
clamp modifications and the oil seal mating ring plating and
1ift pad depth changes had improved the seal's ability to
survive at high speed,

After initiation of the bearing failure a fire was detected
in the test bearing chamber. This was extinguished by depressurizing
the chamber and purging it with nitrogen gas. On subsequent
disassembly the rig shaft and chamber walls were found coated:.
with heavy carbonaceous deposits as a result of the fire,
Ignition of the fire was attributed to the high temperatures
generated by the bearing faillure,

Search Coil Results:

Oscillograms prepared from the search coil tape records,
presented in Enclosures 2, 4, 5 and 6 of Appendix IV, show
that a number.d independent high amplitude excursions occurred
in the search coil signal prior to the actual bearing failure,
As discussed in more detail in Appendix III, a very brief and
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violent change in the location of the magnetic axis of the ball
took place at these points., It is considered that these high
frequency perturbations are due to the occurrence of micro-
smearing (skid-damage) between the ball and raceway. These
contacts generate forces on the ball which result in drastic short-
term changes in ball velocity. It can be cutijectured that

this condition proceeds characteristically to macrosmearing failure
such as was noted in this test.

As shown on trace 23 presented in Enclosure IV-05 of Appendix
IV a much lower frequency, nearly periodic modulation of the
envelope of the search coil output signal commenced at 0.88 sec.
prior to the bearing failure and continued through to the end of
the test, It is believed that this phenomenon was due to a
relatively small new component of ball angular velocity induced
by the repeated ball roll-over of the skid damage initiated by the
earlier high frequency perturbations, .

Analysis of the search coil data thus supports the conclusion
that the failure was lubrication-related with attendant negative

implications for the Monsanto MCS-2931 lubricant,

Bearing Inspection:

Rig disassembly confirmed the existence of a smearing
type failure of the bearing with the raceway and ball surfaces
showing evidence of gross skidding,

Seal Inspection:

Inspection of both the 'air" and '0il" seals and both mating
rings after phase 2b showed them all to be in excellent
condition., Neither mating xing showed evidence of wear,
Measurements indicated an average 0,001l" wear on the 'air’ seal
carbon nosepiece and 0.002" wear on the 0il”"seal nosepiece
over their pre-phase b conditions, Since both mating rings
had been newly replated prior to phase b and the oil seal
nosepiece itself had bheen new, these wear figures are not
felt to he excessive and seal performance was judged to be
acceptable,
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0il Analysis:

Chemiocal analysis of the Monsanto MCS~2931 o0il used through
both phases of test 2 is presented in Enclosure 25. Increases
of 10% in viscosity and 46% in dirt content, were noted with no
noticeable change in acid number. These levels of chemical
change are relatively small, particularly in view of the fact
that the entire rig oil supply made roughly one full cyele
through the test bearing while temperatures were abnormally high
due to the bearing faillure and the subsequent fire. In this
regard bearing outer ring temperature peaked at 665°F and was
above normal limits for roughly 8 minutes with oil flow held at
1.0 gpm, It is believed that the relatively large increase of
46% in dirt content is due primarily to particle contamination
from the failed bearing and from the products of combustion
generated by the fire rather than to chemical change in the
0il., In general, therefore, this o0il performed extremely well
as far as chemical degradation alone goes,

Inspection of the rig interior for coking after test 2
alsc confirmed the minimal apparent level of chemical degradation
of the MC5-2931. Although the soot from the fire masked the
condition of the vrig interior, close inspection showed coking to
be about average for the oils tested in this program in spite
of the high temperatures generated by the failure.

Photographs illustrating the post test condition of the test
elements and rig components are given in Encloesures 353 through 37.

F.l.¢c Screening Test Results using Conoco DN-600 Fluid, Type
2, (Test No, 3)

This test was terminated after reaching 16,000 rpm due to
premature chemical degradation of the lubricant,

Pre-Test Setup:

A new test bearing was installed for this test. However, the
air and o0il shaft seals and the mating rings were the same
as had been used in the previous test 2., A new single element
type search coil was installed to replace the one destroyed in
the fire of the previous test, The coil output signal was recorded
on magnetic tape as in phase b of test 2.
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Test Summary:

After 4.2 hours of running time, during which speed was
limited to a maximum of 16,000 rpm by drive belt problems, a
coupling in the rig drive system failed and the rig was
shut down. Speed at the time of the failure was 16,000 rpm.
Total seal leakage had not exceeded 10.6 scfm. Subsequent
routine inspection of the Conoco DN-600 lubricant revealed
that it had darkened considerably. Operational data is presented
in Enclosure 26,

0il Analysis:

Chemical analysis of both used and unused samples of the
fluid showed that it met specification requirements prior to
the test and that it had undergone a significant degree of
chemical change during the test. Results of these analyses
are presented in Enclosure 25 and show a 40% increase in
viscosity and a change from basic to an acid number of 0.3,
Dirt content (not necessarily solid particles) was such that
the fluid would not pass through the standard test filter. This
large magnitude of chemical degradation under the not overly
stringent conditions seen by the oil (4.2 hours, bulk oil out
temperature 490°F maximum and inner ring temperature 530°F
maximum) indicates severe chemical breakdown of the Conoco
DN-600 Type 2 fluid and the screening test program of this
0il was terminated accordingly with the agreement of the
sponsor.

Conoco DN-600 Type 2 fluid was designed as a multi-purpose
0il usable as an automatic transmission fluid, Testing at
B 53 with various brands of hydraulic fluid has generally shown
chemical breakdown of the additives in this type of fluid at
temperatures well below tho® experienced in this test and as
low as 230-250°F, Discussions with Continental 0il Company
indicated that the base stock for the oil should be capable of
operating in the 300°F range, The present testing indicates,
however, that the additive package impairs this capability.

Bearing lInspection:

Inspection of the test bearing subsequent to test 3 showed it
to be in very good condition in spite of the oil degradation.
No .evidence of lubrication distress, skidding or other abnormal
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operating conditions were found, Some debris denting was

present on the rolling contact surfaces and, as might be expected,
the bearing and the interior of the rig were heavily "coked"

by the oil.

Seal Inspection:

Inspection of the shaft seals after the test showed both
still in good condition, A small amount of carbon chipping was
evident at the outer edge of the seal dam on the il seal,

This was not considered severe enough to reitire the seal from
further service. Wear on the oil seal carbon nosepiece face
during the 4,2 hours of running was measured at ,0035" average,
The '0il" seal mating ring face was in good condition with no wear
evident,

The "aif' seal nosepiece was in excellent condition with
a total measured wear during test 3 of .0015" average, The
nosepiece face showed a minimal amount of shallow circumferential
scratch marks, a normal condition for z rubbing face seal of
this type, The air' seal mating ring remained in excellent condition
with no noticeable wear,

Search Coil Results:

A minimum amount of data was obtained from the search coil
during this test since the coil failed early in the testi when
insulation burn~-through initiated loop~to-~loop shorting, As
pointed out in Appendix IV, none of the high frequency perturbations
seen during test 2 were noted in this test prior to the coil
failure. The fact that no evidence of skidding was found in the
bearing post-test correlates well with this ocbhservation,

Photographs illustrating the post ftest condition of the test
elements and rig components are given in Enclosures 38 through 40,

F.l1.d Screening Test. Results Using Aeroshell Turbine 0il
5355 {Tesi No, 4}

This test reached 21,400 rpm and was terminated, without
malfunction, due to rig coeling system limitations,

Pre-Test Setup:

A new test bearing was installed for this test. The air
and oil shaft seals used in the previous test were used again
without change, Installation was conducted, as in the previous
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test, using the air seal mating ring face runout as an indication
of oil mating ring runout. This was again held to .0005". The
single element search coil was used and the signal was recorded
on magnetic tape,

Test Summary:

Speed was increased, as shown in the Enclosure 26 data
sheets, through 20,000 rpm with no problems indicated other than
a relatively high differential between o0il inlet and outer ring
temperatures.

After obtaining data at the 20,000 rpm point, an attempt
was made to increase speed to 22,000 rpm while holding the
test bearing oil flow rate at 2.0 gpm. It was found impossible,
however, to exceed approximately 21,400 rpm without the outer
ring temperature exceeding its specified upper limit of 5153°F,
in spite of maximum o0il cooling, Test No, 4 was therefore
terminated after obtaining data at the 21,400 rpm point., Total
running time was 8.4 hours,

It should be noted that the ring temperature excursion
which was found to originate at 21,400 rpm was not an indication
of temperature instability of the bearing lubrication system
but rather was merely a result of insufficient cooling capacity
in the o0il sump heat exchanger. If added o0il cooling had been
availakhle the bearing might hauwe been run te higher speeds,

The shaft seals performed well throughout the test. As
reference to the data of Enclosure 26 shows, total leakage varied
hetween 7.2 and 13.6 scfm. The o0il shaft seal component of total
leakage was moanitored during the test by mass spectrometer
analysis of the helium trace flow introduced into the inter-
seal cavity, Six different checks of gil seal leakage were taken
with this system at speeds between 14,000 and 21,500 zrpm, These
showed 0il seal (only) leakage to run between 1,2 and 2,1 scfm
with no discernible relationship to speed evident.

Bearing Inspection:

Inspection of the test bearing post-test showed no evidence
of skid damage, lubrication distress or any other type of
lubrication related problems on the rolling contact surfaces,

A small amount of debris damage was present,
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Seal Inspection:

Inspection post test showed the 'air"seal to be in good
condition and reuseable. Measurement showed negligible additional
wear on the air seal carbon nosepiece to have occurred during
this test, |

"0i1" seal inspection, however, showed that the breakdown at
the outboard edge of the seal dam {(noted after test 3) had
progressed somewhat. Wear of the oil' seal nosepiece face during
this test was measured as 0,001" average. Cummulated wear in
the 16.9 hours since this"oil"seal was installed during test
2 totaled ,0065" at this point, Due to this relatively high
total wear rate (for the self-acting hydrodynamic design) and
the seal dam breakdown, it was decided at this point to conduct
a more detailed inspection of the nosepiece face in order to
determine its contour.

The & £ F Gsip machine was used to produce a contour map
of the '0il' seal nosepiece surface, A sketched plot of these
data is presented in Enclosure 28, The data show a roughly "saddle”
shaped contour, a common type of nosepiece face wear pattern,
The two "low points" of the saddle dip armaximum of approximately
0.0018" below the level of the two high points. The two high
points were found to align with the two anti~-rotation
pins in the retainer adapter assembly, This was judged to
be severe enough to preclude further use of the seal without
rework.

The wil" seal mating ring was also checked, in this case
using an optical flat device, This showed the mating ring face
to be siightly dished {(concave) to a depth of approximately
.000120"., Additionally a small depression, approximately
0.000050" deep was noted immediately outboard of each of the
"L-shaped” air feed grooves direc:ly in the seal dam running
zone. Although it did exhibit some operational degradation this
was not judged severe enough to retire the mating ring from

further use,
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0i1 Analysis:

Chemical analysis of the Aeroshell Turbine 0il 335 showed
that very lititle chemical change had taken place. As shown by
Enclosure 25 viscosity increased by only 7% while acid
number decreased by 55%, No change at all was found in dirt
content,

Rig disassembly also showed that coking of the test bearing
and the rig interior was nearly non-existant, by far the least
seen with any of the oils tested.

The noted minimal level of chemical change and coking places
Aeroshell 555 at the head of the list in this regard among the
other ¢ils in the program,

Photographs illustrating the post test condition of the Lese -
elements and rig components are given in Enclosures 41 through 43.

Search Coil Results:

While at 21,400 rpm, just prior to termination of the test,
a continuous long~term non-periodic oscillation had developed
in the envelope of the search coil signal., This is shown in
Enclosure IV-9 of Appendix IV. Inspection indicates that this
modulation was different in appearance from that noted immediately
prior to bearng failure during Test No,., 2b. Whereas the Test
No. 2 modulation was notably periodic with a distinct
continuously repeating form, the test No. 4 voltage envelope
shape was highly irregular and made up of random excursions in
voltage., Furthermore the Test No, 4 voltage trace did not show the
very rapid high amplitude spikes in voltage ("perturbations™
in ball angular velocity) which were evident in the Test No, 2
data prior to the start of the periodic modulation, In line
with the theory of search coil analysis related in the discussion
of the search coil results for Test No,2, therefore, it is not
believed that the modulation noted during Test No. 4 was
caused by microsmearing or that lubrication "problems" were
a factor in it., This conclusion was borne out by inspection
of the raceway surface which, as previously related, showed no
evidence of lubrication-related damage, The coil signal modulation
may have been induced by the ball rolling over the noted debris
denting but this remains unsubstantiated.
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F.2 Extended Duration Testing

According to the plan of action for the NAS3-14320 program,
the two o0ils giving the best performance during screening testing
were to be given extended duration testing for up to 50 hours,
Actually three rather than two such tests were run, the final
one being a rerun of test 6 due to a seal failure during the
latter which resulted in early termination with limited data,

F,2,a Considerations in the Choice of Lubricants for
Extended Buration Testing

The two lubricants chosen for extended testing were Humble
FN3158 blended with 5% Kendall 0839 resin and Aeroshell Turbine
0il 555, This choice was based on evaluation of the screening
test results in the following three areas:

1. Bearing condition after testing,

2, Level of chemical degradation of the o¢il as indicated
by chemical analysis and observed "coking" of the
rig and bearing.

3. Severity of the conditions under which it was possible
to make the bearing run without failure, specifically the
speed and temperature reached,.

In consideration of the first area above, very little
evidence of lubrication distress or damage other than debris
denting was found in any of the bearings except for that tested
with the Monsanto MCS3-2931, The latter ended with a smearing
failure at 18,000 rpm, MCS-2931 was esliminated primarily because
of this failure and the EHD film stability problems it

mca AV A T e

In regard to chemical degradation, the second area of
consideration, chemical analysis and rig coking results are
presented in Enclosure 25, Conoco DN60O fluid was eliminated
based on its high level of chemical degradation in the
relatively short time period noted.

In consideration of the third area above, the maximum
speeds and temperatures reached are shown in Enclosure 24, The
42 B
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significance of some of these figures is limited by the fact that
some of the tests were terminated for reasons other than legitimate
bearing failure in response to operating conditions. In spite

of this, however, the data supports the lubricant choices

already indicated by the other two areas of consideration in that
the two chosen lubricants ran very well at high speeds,

F,2.b Test Conditions Used in FExtended Duration Testing

Unlike the screening tests, for which the primary objective
had been to establish the operational conditions limits of each
of the oils, the extended duration tests targeted a single
set of fixed operating conditions at the highest speed found to
be feasible during the screening tests, Both oils were tested
under conditions as nearly identical as possible to facilitate
comparison of the results,

Based on the performance of the Humble and Aeroshell oils
during the screening tests, a speed of 20,000 rpm and a test
hearing o0il flow rate of 2.0 gpm were chosen as within the
capability of both o0ils, Outer ring temperature was targeted
at 500°F 4+ 13°F as in the screening tesis and oil inlet temperature
was allowed to stabilize at whatever temperature was necessary
in order to maintain the outer ring temperature within its limits,.

As required by the Contract Work Statement (Appendix I) an
attempt was made to run the tests in 5 to 10 hour segments (although
hardware failures modified this) with a rig cooldown and an oil
chamical analysis conducted between each segment. A check of the
"0il" seal component leakage rate using the helium tracer and mass
spectrometer analysis was also conducted at least once during each
segment. A full data recording was made roughly every hour,

The search coil was used during the testing. Its output
was monitored continuously on the oscilloscope and the signal
was recorded briefly on magnetic tape every hour as well as
at any time that abnormal ball movement effects were noted,

F.2.c Results of Extended Duration Test using Aeroshell
Turbine 0il 555 (Test No, 5)

This test was terminated after 26.7 hours of running time
(17.4 hours of which were at the 20,000 rpm targeted test speed)}
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due to an "oil seal failure, A special series of oil seal leak
checks were conducted during the initial start-up phase of the
test in order to monitor break-in characteristics of the newly
refurbished "0oil seal.

Pre-tesi Setun;

The test was conducted using the same test bearing."aif'seal
and mating ring, and charge of oil as had been used in the
preceding screening test in order to gain increased total running
time on these components and on the o0il.

The same Koppers "oil" seal, serial number 2, was also
used., In view of the nosepiece chipping and wear noted sub-
sequent to test 4 it was reworked by substituting the entire
nosepiece retainer adapter assembly from Koppers seal serial
number 1 for the damaged serial number 2 parts. The seal was
cleaned and the nosepiece relapped during assembly. Inspection
of the serial number 2 carbon secondary piston ring at this time
showed it to be in "nearly-new" condition, Optical flat inspection
of the re~lapped carbon nosepiece face showed it to be flat
within 0.000012".

Axial runout of the "air seal mating ring face during final
assembly of the rig was measured to be 0,0003".

Seal Checks:

In order to establish the "break-in" characteristics of
the newly refurbished Koppers il seal,a special series
of leak tests was conducted during the first 18 hours of this
test., These included both total leakage checks and oil' seal
component leakage checks, the latter using the mass spectrometer
analysis previously described., Total leakage rate was
monitored on a nearly continuous basis over this period and was
seen to drop rather continuously from approximately 17 scfm to
the 9 scfm range in the first 5 hours, It then remained at the
latter level until the end of the test. Mass specirometer
analysis commenced at about 3 hours into the test and these
data are presented in Enclosure 29, This shows il seal component .
leakage to vary from over 5 scfm eafly in the test to the
1.5 scfm range at 18 hours. Enclosure 29 also shows the correspond-
ing total leakage readings taken at the same times,
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During a shutdown at the 10.1 hours point (to repair a
static rig seal leak) the opportunity was taken to check the
total spring force of the oil seal. This indicated a total
force required to depress the nosepiece to its operating position
of 8 lbs, 15 1/2 oz, The "spring constant’” was found to be
29.3 lbs per inch, These figures were the same as upon initial
installation and indicated essentially no change due to
operation of the seal up to that point, A check was also made
of carbon nosepiece wear at this point and this showed an
average wear of 0.0035" for the 10.1 hours since refurbishment
of the seal, This level of wear was considered quite heavy but
had been expected as part of the nosepiece wear~in process. The
appearance of the face of the nosepiece was good with no
indications of seal dam or wear pad breakdown. The mating ring
showed no wear at this point.

Results indicate that non-contacting operation of the seal
was not achieved.

Test Summary:

Testing proceeded at 20,000 rpm as noted in Enclosure 26
after approximately 6 hours at lower speeds during seal break-
in and leak testing. No particular problems were noted relating
to the performance of the bearing, shaft seals or the lubricant,

During a normal end-of-the-day shutdown, after 26.7
hours, an oil”shaft seal failure was experienced. This was
evidenced by total leakage readings in the 30 scim range and an
interseal cavity pressure of 9 psig observed after the shutdown,
No indication of the leak had existed during a routine data
recording taken 8 minutes prior to shutdown and it is believed
that the failure was initiated by nosepiece dynamics occurring
as a result of the shutdown transient itself,

Seal Inspection:

Inspection of the'oil seal post test showed the outboard
wear pad to be severely worn. This wear had taken the form of
superficial pitting or surface spalling of the carbon face of
the wear pad, Microscopic examination of the surface showed
minute pieces of carbon broken out of the surface. Inspection
of the inbhoard wear pad and the seal dam, however, showed these
areas of the nosepiece face to be in relatively good condition
and worn no further than they had been at the 10.1 hour point.
The wear on the outer wear pad was minimal in the two areas of
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the face lying immediately above the two anti-rotation pins
(lying 180° apart), and was ati a maximum in the areas between
the pins., '

Inspection of the oil seal matng ring face after the test
showed a definite but shallow wear pattern in the .chromium
carbide surface. The ring face also exhibited numerous minute
hairline radial cracks in the plating., The density of these
cracks was found to increase along a radial path traveling out-
board and they were most dense outboard of the outer wear pad
viding area., Both the wear on the plating and the density of the
cracks were somewhat greater on one side of the mating ring
than on the other.

It is believed that the shutdown transient may have seét up
a rocking motion of the nosepiece retainer adapter assembly on
the anti-rotation pins, This could have resulted in repeated
carbon to mating ring contact along the periphery of the seal
(that is on the outer wear pad) in the zones between the anti-
rotation pins,

An out of square condition of the face of the mating
ring with respect to the shaft centerline may have played a
role in setting up the above rocking motion. The fact that the
mating ring plating wear and cracking was heaviest on one side
of the ring indicates the probable existence of such an out of
square condition although no post-disassembly evidence was found
that such a condition did exist and the axial runout of the air
seal mating ring face during pre-test assembly had been a
relatively low 0.0003".

The "0il seal secondary piston ring was found to be in
excellent condition with its sealing nose intact.

"Air seal inspection after the test showed both the seal
and the mating ring to be in excellent condition and unchanged
from their pre-test condition. Measurement showed no 'air’seal
nosepiece wear during this test,

Bearing Inspection:

Inspection of the test bearing after the test showed no
evidence of lubrication related problems. €Cage land riding
surface and pocket wear were found to be at a minimum,
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0il Analysis:

Chemical analysis of the Aeroshell Turbine 0il 555 lubricant
was conducted at intervals during the test and at its completion,
These data are shown in Enclosure 25, The analysis data show
8 very minimal level of overall chemical change and indicate a
significant degree of chemical "staying power"”. For the
total 35.1 hours of running time, viscosity rose 11%, dirt
content 47% and acid numbher decreased 47%,

The rig interior also showed only a small degree of coking
except on the Koppers oil seal where it was heavier due to the
extreme temperatures generated by the seal rubbing failure.

What coking did exist in the rig exhibited an unusual characteristic
in that it had formed a relatively poor hond with those surfaces

on which it had accumulated and could be removed more easily

than in the usual case, In general Aeroshell 555 maintained its
previous rating as the o0il least likely to coke,

Search Coil Results:

The search coil was monitored by oscilloscope during the
test with no abnormal coil output voltage modulations noted
(although the significance of this is minimal since only the
lower frequency modulations can be noted visually in real time;
high frequency perturbations of the type noted during test 2b
are too rapid for visual moniteor), No oscillograms of the
search coil data were prepared for this test.

Photographs illustrating the post test condition of the
test elements and rig components are given in Enclosures 44 through
46,

F,2,d Results of First Extended Duration Test using Exxon
FN3158 Blended with 5% Kendall 0839 Resin (Test
No, 6)

This was the first test in which the NASA part number CC850685
self acting "0oil" seal was used. Although unknown at the time of
its installation the seal's primary 1ift geometry and windback
thread direction had heen made for rotation in the opposite
direction from that of the rig, For this reason a rubbing type
failure of the seal occurred after only 2.15 hours of operation
and the test was terminated at that point. A maximum speed of
10,800 rpm was reached,
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Pre~test Setup:

During installation of the NASA seal the mating ring 0.D,
cooling jets were deleted by replacing the forward (seal side)
test bearing lubricant jet ring. These jets, six in number, were
an integral part of the original lube jet ring on the seal
side of the test bearing and had been in use for all of the
previous tests using the Koppers 'oil' seal., Their use with the
Koppers seal was necessary’since its mating ring had been designed
for use with jetted O.D, cooling of this type. The NASA seal
mating ring, however, utilizes integral oil cooling holes making
jetted cooling unnecessary.

The same Koppers "air’ seal and mating ring were used in this
test as had been used in the previous test 5., As with the
Koppers 6il" seal, very good correlation was found for both the
axial runout magnitude and angular location of its high point
between the "air" and o0il' seal mating ring faces. As in previous
tests this allowed the use of ‘air seal mating ring runout as an
indication of oil seal mating ring runout after final assembly
of the rig when it was impossible to gain access to the oil
seal mating ring face,.

Initial attempts at installation of the NASA 0il seal mating
ring resulted in high levels of runout. For this test an
interference fit was used between the bore of the mating ring
and its mounting sleeve (part number CD850688 in Enclosure 14).
Simple heating of the ring, installation and cool-down was
found to result in the mating ring not being fully seated in the
axial direction against the sleeve's shalder causing the high
runout, This was rectified by holding the ring against the sleeve
shoulder with an 18 lbs. weight (vertical assembly) during cool-~
down, With this procedure final assembly runout readings of
0.0005" on the air seal mating ring were attained,

A new test bearing was installed and a new charge of
Exxo FN3158 blended with 5% Kendall 0839 was used. This
lubricant was mixed using the same lots of Exxon and Kendall
fluids as had been used in test 1.

Test Summary:

In initial testing, speed was increased up to 10,800 rpm

in incremental steps over a period of approximately one hour.
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Total seal leakage readings varied between 8.1 and 16.6 scfm,

a rather wide range. Leakage was found to be fairly stable at
constant rig speeds. However, seal leakage increased drastically
to over 30 scfm during each speed change.

At 10,800 rpm, after 1.05 hours of operation, lube pump out
pressure became erratic, and the rig was shut down to check for
an apparent lube system blockage. A check of the oil filter showed
it to be contaminated with coked o0il and sump disassembly showed
the sump to be coked, Investigation showed that the lube pump
motor circuit breaker had shut the motor off during the warm~-up
phase prior to testing due to the excessive current draw
associated with pumping the higher than normal viscosity oil
in use, This had allowed the stagnant oil to pverheat and coke
in the heated sump during the remainder of the warm up period,
The pump was restarted prior to the test, As a result of this
problem the rig was flushed with solvent and refilled with a
new charge of lubricant at this point.

During preparations for restart a very high level of
static total leakage was noted, approximately 30 scfm. It was
concluded that the primary 0il' seal was most likely not fully
seated on the mating ring and an attempi was made to reseat it
by turning the rig over. This was successful and speed was
increased to 7,700 rpm. Although total seal leakage was again
high during the speed transient it stabilized at 8.5 scfm at
7,700 rpm at which point a data reading was taken, the last one
obtained during the test. Upon initiation of a subsequent
speed change total leakage increased, as before, to the
25-30 scfm area, The speed increase was stopped at 10,300 rpm .
Seal leakage did not drop back to normal but rather
increased drastically to the 90 scfm range while test bearing
chamber pressure rose to 20 psig. The test was terminated at
this point, after 2.15 hours, due to the apparent’oil seal
failure.

Seal Inspections:

As previously mentioned, investigation after the test
revealed that the 0il' seal 1ift pads and windback thread had
inadvertently been designed for shaft rotation in the oppesite
direction from that of the B IS F rig. Inspection of the seal
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showed that the seal had undergonme a gross rubbing type primary
face failure, With the 1ift pads reversed the seal had acted as
a rubbing face seal with abnormally high face loading. The
failure was the predictable result,

Average nosepiece carbon wear of the failed 0il" seal was
measured as 0.020", Mating ring plating wear averaged approximately
0.005", Additionally it was found that the mating ring was a
loose fit on its mounting sleeve and measurements indicated that
this was due to mating ring growth. The reason for this latier
condition remains undetermined, The heat treatment used with
the mating ring yields minimal levels of retained austenite ruling
out growth of the part due to austenitic trarsformation,
Additionally the bore of the mating ring showed no wear which
would explain the condition,

Inspection of the Air"seal showed minimal carbon face wear
averaging only 0.002"., The hir"seal mating ring remained in

excellent condition with no change due to test 6,

Bearing Inspection:

Post test inspection of the test bearing showed its raceway
and rolling element surfaces to be intact with no evidence of
spalling, skidding or lubrication distress. Cage wear was also
found to be exiremely mild.

0il Analysis:

The results of chemical analysis of the oil sample after
the test (1,10 hours on this charge of o0il) are shown in
Enclosure 25, These show an 11% increase in viscosity, no change
in acid number and a 185% increase in dirt content weight, As with
most of the previous tests, the high level of change in dirt
content is believed to be the result of the seal failure which,
in spite of the reversed windback thread sense, would
probably contaminate the lubrication system with wear particles
which were thrown out of the nosepiece rubbing area by centrifugal
force and migrated over the mating ring O.D, and into the
lubrication system.
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The interior of the rig was found to be severely coked on
post~-test disassembly with evidence of a fire in the test bearing
cavity, The fire explains a sudden rise in the bearing ring
temperatures which had been noted immediately prior to the
shutdown, and there is little doubt that the fire was caused by
the heat generated by the seal failure. Much of the internal
contamination of the rig, however, appeared to be coked oil
rather than soot from the fire, and the extent of coking in the
short time period run is believed to be primarily a function of
the high temperature level of the rig components resulting from
the continuous abnormally high frictional heat generated by the
seal, (This is to be compared to the results of test 7 where use
of the same o0il with a seal with effective hydrodynamic liftre-
sulted in minimal coking over a comparably short time period.)

Search Coil Results:

The search coil was not functional during this test. The coil
signal was lost immediately prior to testing and was noti repaired
since continuity checks showed it to be open~-circuited inside
the rig.

Photographs illustrating the post test condition of the test
elements and rig components are given in Enclosures 47 through 49.

F.2.e Results of Repeated Extended Duration Test Using Exxon
FN3158 Blended with 5% Kendall 0839 Resin (Test No, 7)

Because of the early termination of test 6 which yielded a
minimal amount of usable data it was decided to run a second
extended test using this oil and the NASA oil seal. The seal
was refurbished with a new nosepiece and windback designed
for rotation consistent with the BE&F rig. The newly designed
dual differential type search coil system was used for the first
time during this test. During preparation for the test a more
sophisticated seal installation procedure, patterned after that
used by Pratt and Whitney Afrcraft in their work with the seal,

was used. Basically, seal face waviness during the test run was
minimized by assembling the seal on the shaft outside of the rig,
observing the resulting waviness with an optical flat, minimizing
this value by improving rig component face finishes and through

to optimal angular alignment of these components, establishing
those portions of the assembly procedure critical to seal face
waviness, and reassembling the seal in the tester taking all these
factors into account., The test ended after 6.3 hours at speeds up
to 20,100 rpm, with a failure of the "oil"seal.
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Pre-Test Setup:

Refurbishment of the NASA oil seal was conducted by the Stein

Seal Company. Stein produced the new carbon nosepiece witp
reversed 1ift geometry and installed a new NASA supplied windback

with reversed thread sense. The primary seal face load was also

reduced at this time from the previous 25 1lbs. to 20 lbs, total
force by deleting springs symmetrically. This latter change was
consistent with the results of a NASA Lewis compuier study

which indicated this as the best overall compromise for both
high and low speed running. Also at this time Stein eliminated
the interference fit hetween the bore of the mating ring and its
mounting sleeve, A line to line fit was used in this area to
eliminate any induced mating ring face waviness.

All axial bearing faces in the shaft stack-up were lapped
and inspected by optical flat, Inspection of the remaining
unused mating ring showed it to be flat within from 1/2 to 1 helium
lightband on one side and from 1 to 1 1/2 on the other side in
the free state,

Since limited access to the 9il" seal mating ring after
final assembly precluded taking mating ring waviness checks
after shaft installation, shaft buildup was conducted first on a
trial basis outside of the rig using a special optical flat with
a center hole to monitor mating ring waviness. During this
process changes were made in the angular orientation of each of
the shaft components in order to establish the combination of
angular positions which would yield the minimum obtainable level
of ring face waviness, Enclosure 30 presents the results of this
study and shows that in all cases a "saddle" was found to exist
on the mating ring face with its two high points in line with the
two anti-rotation keyways, 180° apart, in the mating ring bore,
Rotation of the components in the stack-up changed the depth of
this saddle but did not eliminate it, The final relative
orientation reached gave saddle low point depths of 9 and 7 light
bands (.0006104" and 0.000081"} respectively. The shaft components
were then scribed in order that their relative orientation might
be maintaliied during final asssembly, Disassembly and reassembly
established that the waviness readings were repeatably obtainable,

The dual differential search coil, described in the test
equipment section of this report, was installed for the first
time for this test along with an oscilloscope for direct
monitoring during the test and a tape recorder for permanent
record, Installation of the coil involved deleting the "aft"
{(drive end of the rig) test bearing lube jet ring and mounting
the coil on a support ring in its place, In order to maintain
the same total test bearing oil flow rate as with the original
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dual ring system used in'previous tests the jets of the remaining
forward ring were drilled out from their original 0.053"
diameter of 0.074",

Additional stock of Exxon FN3158 0il was contributed for
the test by the Exxon Company. This o0il was not of the same lot
as that tested in tests number 1 and &6 since none of the earlier
lot remained. It is considered, however, that this change in
lot would have a negligible effect on the test results.. Thelot
number of the Kendall 0839 resin was the same as that
previously used., The same air seal and air seal mating ring as
had been used in the previous test were again used in test 7. A
new test bearing was installed,

Test Summary:

Speed was taken up to over 3,000 rpm immediately on all
starts made during the test in order to assure 0il" seal hydrodynamic
lift-off, Although seal lift-off theoretically occurs well below
this point this initial test speed was chosen with an eye toward
a large factor of safety,

After 4,7 hours of running time a failure of the rig roller
bearing (on the drive end of the shaft) occurred at 19,000 rpn,
the highest speed reached at that point. The rig was shut down
for replacement of the bearing. Loss ¢f the bearing was
attributed to routine fatigue failure, No evidence was found
to indicate that the lubricant played any part in the failure.

Because of the potential detrimental effect of the bearing
failure on the &§il' seal through vibration and/or shaft misalignment
due to inereased radial looseness in the failed roller bearing
the seal was inspected under low power magnification at this
point., No wear or chipping was evident on either the nosepiece
face or the face of the mating ring. The mating ring exhibited
a small number of black streaks on its face, a normal
phenomenon, The nosepiece showed only a very small number of
circumferential scratches, also a normal occurrence due to minor
contamination entrained in the air supply.

The rig roller bearing was replaced, the rig oil system
was cleaned by circulation, filter change and o0il drainage, and
the oil replaced with 4 gallons 0f the same lot, Testing resumed
and proceeded normally through 20,000 rpm,
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Total seal leakage was monitored c¢losely throughout the
test, both before and after the rig roller bearing failure.
Data recorded during these checks is presented in Enclosure 31,
Additionally, checks of the o0il seal component level leakage were
conducted at 4,800 rpm and 10,100 rpm at 4.9 and 5.3 hours
respectively., These checks showed 2.3 scfm and 2.7 scfm for
these two test points, Total leakage readings taken at the same
time gave 7.3 scfm at both speed settings. Both the 8il"seal
component leakage and the total leakage readings of Enclosure 31
indicate that the seal was performing well through 20,000 rpm.

After reaching 20,100 rpm, however, total leakage was
observed to slowly increase in a fairly linear manner with time,
After 13 minutes at this speed total seal leakage rose
abruptly to the 100 scfm area while bearing cavity pressure
commenced fluctuating rapidly between 10 and 33 psig. At this
point the test was terminated due to the apparent 'bil"seal
failure, Total test time was 6.3 hours.

Seal Inspection:

Inspection of the il seal after the test showed that the
lift pads had been completely abraded from the face of the
carbon nosepiece, The carbon was not, however, broken or cracked.
A comparison of measurements taken before and after testing
showed an average wear of the carbon face of 0.004".

The seal mating ring face showed four highly worn areas
spaced at approximately equal angular intervals around the face
with narrow unworn arcas between them, The keyways in the bore
of the mating ring, which had been aligned with high spots of
waviness diuring set-up, were more clcsely aligned with the
unworn than the worn areas post test. Discussions with the
Stein S5eal Company indicated they had noted the occurrence of
similar four-point wear patterns in the past and that this was
perhaps due to vibration modes set up after the failure started.
The flame sprayed chromium carbide plating on the face of the
mating ring showed numerous hairline radial c¢racks and heat
discoloration in eaech of the foeur worn areas, The cracking was
most likely due to thermal transients experienced in these areas
as the wear progressed. The mating ring was also, as in test 6,
slightly looser on its mounting sleeve than it had been before the
test,
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The mating ring & D. showed evidence of contact with the
windback threads in the areas adjacent to each of the worn areas
of the mating ring face. Depth measurements showed that the
nosepiece had slipped axially in the nosepiece retainer (part
CF848833 in Enclosure 14) in which it is held by an interference
fit, This movement resulted in tilting the retainer and
windback by 0.022" with respect to the nosepiece (and therefore
the mating ring). The:combination of the tilted windback and
the expansion of the mating ring 0.D. due to high temperatures
explains the noted windback contact. It is significant that
the diametral interference fit of the retainer on the nosepiece
0.0, was decreased from 0,040" to 0.012" during manufacturing
of the seal to resolve assembly problems.

It should also be noted that it is conceivable that slippage
of this type could occur prior to testing through inadvertent
physical impact, assembly procedures, etc,, although there is
no evidence that this happened in this case, With the retainer
cocked on the nosepiece O,D. the result would be a complex
combination of forces and moments on the nosepiece resulting
undoubtedly in severe distortion of its operating face. Under
these conditions, the trouble-free seal operation attained
for over 6 hours is very difficult to visualize., Thus it is
quite unlikely that the test ran for any length of time with the
slipped nosepiece.

Disassembly of the seal also revealed the presence of a
small piece of contamination of unknown origin in the area
between the carbon nosepiece and the nosepiece carrier (part
CF848839 in Enclosure 14), The thickness of this was estimated
to be 0.001". If this foreign particle was present prior to the
failure it may have caused or contributed to it by inducing nosepiece
face distortion,

In regard to contamination between the nosepiece and the
carrier it is noted that the existing seal design lacks shielding
to prevent pil spray and/or drain-off from adjacent hardware
from migrating into the open area between the nosepiece retainer
and the carrier face, In the event that o0il were to coke or to
deposit solid foreign contamination in this area, subsequent momentary
lift-off of the back of the nosepiece from the carrier due to
vibration could allow the coke or other contamination to lodge
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in this critical seating area for the nosepiece. In the case
of this particular test, however, as shown in the photograph
of Enclosure 56, no coking was found in this area.

Inspection of the secandary piston ring and its bearing
surfaces in the housing groove and carrier cylinder bore showed
these components to be in good condition with no problems indicated.

In consultation on the failure of the seal Stein Seal Company
expressed the opinion that the pre-test mating ring face
waviness level of 7-9 lightbands was excessive. In their judgement
3 lightbands is considered to be the maximum safe value for this
parameter. . Stein's analysis was that mating ring face
waviness probably initiated the failure by gradually wearing the
1ift pads off the nosepiece face. They noted that the axial
slippage of the nosepiece retainer was most likely a secondary
effect resulting from hammering of the nosepiece on the mating
ring face initiated after the wear process had progressed
appreciably. In regard to the Stein analysis it should be
pointed out that a computer study by NASA Lewis indicates a
nominal operating film thickness of 0.0003" for the seal under
the conditions of this test, By comparison, 9 bands of waviness,
equating to just over 0.0001" appeared to be adequate,

Bearing Inspection:

Inspection of the test hearing after the test showed all
components to be in extremely good condition. The raceway
and balls showed no evidence of marginal lubrication conditions,
The cage showed normal operating markings,

0il Analysis:

Chemical analysis of the Exxon FN3158 and 5% Kendall 0839
resin mixture was conducted prior to use, after the rig roller
bearing failure at 4,7 hours (after which essentially all of
the o0il was changed). and at 6.3 hours (1.6 hours since the oil
change) after test termination with the seal failure. The
results of these checks are given in Enclosure 25.

Although presented for reference, the 4.7 hour sample data
represents oil which was subjected to an abnormal heat ,input
56
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of unknown magnitude during the roller bearing failure and is
not, therefore, realistically comparable to the chemical performance
data of the other oils tested in the program.

Since essentially all of the oil was replaced subsequent
to the roller bearing failure the 6.3 hours data actually
represents oil which experienced only the final 1.6 hours of
testing, It is believed that this replacement charge of oil
mixed with a slight amount of residual oil from the original
charge which remained in the lines after drainage at the 4.7
hours point, This may account for the somewhat large chemical
change noted in this charge of oil for the time run {(viscosity
increased 20%,dirt content increased 150%.and acid number increased
100%) compred to the results of test 1.

Unlike tests 1 and 6 with this oil, the rig interior showed
only mild coking. This is believed attributable to the short

time run with somewhat lower than usual average oil temperature,

Search Coil Results:

Performance of the dual differential search coil was
excellent from the functional standpoint and a full set of
data was recorded on tape during the test. The individual
differential signals from the two coil sets were recorded during
speed transients between successive speed settings of 0, 4000,
8000, 12000, 16000, 1§000 and 20,000 rpm. Constant speed
data was also recorded at each of these speed setiings and at
10,000 rpm.

Analysis of these data is not presented in this report
since this effort is not a part of the present contract, the
objective of the dual differential coil work on this contract
being only to demonstrate the operation of the coll hardware.
The analysis results are, however, expected to become available
at a later date as a result of work currently in process for
the U,S. Air Force Aero Propulsion Laboratories under Contract
Number F33615-72~-C-1467.

Photographs illustrating the post test condition of the
test elements and rig components are given in Enclosures
50 through 58,
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G. Discussion of Results

G,1 Discussion of Lubricant Performance

As reference to the percentage change in viscosity, acid
number and dirt content data of Enclosure 24 shows, when viewed
with due allowance for test duration and the relatively small
test to test variations in operating temperatures, Aeroshell
Turbine 0il 555 experienced a smaller degree of chemical change
than any of the other test fluids, Monsanto MCS-2931 would
appear to be a very close second with the Exxon FN3158/Kendall
0839 mixture in third place but well behind the previous two,
and with Conoco DN60O, Type 2 well behind all of the others,

In regard only to chemical decomposition it is believed
that Aeroshell Turbine 0il 555 and Monsanto MCS5-2931 show promise
for extended operation in the 500°F range although further
testing at longer durations than were reached in this program
are nedessary to establish the long term behavior of these
fluids, The Exxon- FN3158 and 5% Kendall 0839 mixture appears,
based on the limited testing to date, to be marginal in regard
to chemical decomposition in this temperature range and the
Type 2 Conoco DN600 definitely unacceptable.

As previously noted the dirt content readings taken during
this program were in most cases, as noted in Enclosure 23,
influenced strongly by heavy o¢il seal primary face wear (tests
1, 2, 5, 6 and 7)Y or by bearing failure (test 7). These data
should therefore not be given undue emphasis in judgement of the
0il's chemical stability performance,

As discussed in the Test Results section of this report
the very poor chemical stability performance of the Conoco DN600O
Type 2 is probably attributable to the additive package included
to adapt it to automatic transmission use. According to Continental
0il Company the base stock for this fluid would exhibit much
improved high temperature chemical stability,.

The four lubricants were also evalpated in regard to their
ability to maintain an adequate lubricant film at the ball to
raceway contact and at the cage to land and cage to ball riding
surfaces. In this ares only one of the fluids was associated with
a lubricant-related failure; this was the Monsanto MCS-2931,

The second screening test, using this fluid, ended after 16.3 hours
58
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with a smearing failure of the test bearing. Inspection of the
raceway surfaces and analysis of the search coil data established
that the failure was lubrication related., MNocne of the other
three lubricants generated any evidence of surface distress on
the raceways.

Cage wear investigation, however, did show & variation
between all of the lubricants, The Aeroshell Turbine 0il 539
performed best in this regard and showed very little pocket or
land riding surface wear, in spite of the fact that a total of
35.1 hours of running time (both test 4 and 5) was logged
with this o0il and bearing combination.

The Conoco DN 600 Type 2 generated a medium amount of cage
wear (somewhat more than the Aeroshell 555 but less than the
Exxon FN3158/Kendall 0839 mixture); however, it accumulated this
degree of wear in only 4,2 hours of running time. The excessive
degree of chemical change observed in the Conocoe fluid may also
have been a factor in the degree of cage wear noted with it.

The Exxon FN3158/Kendall 0839 mixture generated fairly
heavy cage wear in tests 1 and 7 in which it logged 13.6 and
6.3 hours respectively. In test 6 only very light cage wear was
noted with this fluid.However,only 2.1 hours of running time were
logged in the latter test. The very high degree of dirt content
observed in the 0il used in all three of these tests may be a
major factor in the degree of wear with the Exxon 3158/Kendall
0639 mixture., This is especially true since it is believed
that the high dirt content levels in all three tests, was, as
previously mentioned, due to shaft seal failure involving
the probable release of carbide particals, worn from the mating
ring face, into the o0il system., This is, of course, also true
of test 2 with the Monsanto MCS 2931 and of test 5 with the
Aeroshell 5355, the latter described above as having very
little cage wear, However, it should be noted that although the
0il seal was retired during test 5,the mating ring wear during
that test was nowhere near as great as in the other test (1, 2,
6/and 7).

Finally, the failure of the test bearing during test number
2 Phase b) with the Monsanto MCS5-2931 made it impossible to
gain a worthwhile rating of cage wear with that lubricant.
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In summary of the ¢age wear results, it can be said that
the Aeroshell Turbine 0il 555 outpaced the other fluids in
this regard with the Conoco UN 600 producing only mediocre
performance and the Exxon FN3158/Kendall 0839 mixture giving
poor performance with recognition being given to the fact that
foreign contamination may have influenced the results in the
latter iwo cases,

In overall summary of lubricant performance, then, the con-
clusion is drawn that the Aeroshell Turbine 0il 555 showed
excellent performance in all three areas of chemical stability,
lube film maintenance at the ball to race contacis, and avoidance
of cage wear., This lubricant clearly deserves further study. The
Exxon FN3158/ Kendall 0839 gave only marginal per formance in the
chemical stability and wear areas although lubricant film maintenance
in the rolling contacts appeared acceptable. Its marginal
cage wear performance may be due to foreign contamination of
the fiuid, Although the Monsanto MCS-2931 showed good chemical
stability {(though perhaps not quite up that of the Aeroshell 553),
it appears unacceptable since it failed to maintain an EHD
film capable of preventing smearing and thereby resulted in a
failure of the test bearing. Finally, although the Conoco DN 600
Type 2 fluid gave no evidence of poor EHD film pexrformance in
the rolling contacts and gave acceptable cage wear performance,
its extremely poor chemical stability makes it unacceptable in
the present formulation,

G,2 Discussion of :Shaft Seal Performance

G.2.,a Discussion of Koppers Air" Seal Performance

As shown by Enclosure 23 a single Koppers air"seal was used
throughout the -test program and performed extremely well. Three
mating rings differing only in plating were used, the first in
tegt 1, the second in test 23 and the third from tesi 2b
through the end of the program, Heavy nosepiece wear and
moderate mating ring plating wear and chipping during test 1,
and slight mating ring plating wear during test 2 are believed
to be attributable to the condition of inadequate radial piloting
of the mainshaft clamping sleeve discussed in section F.1.b of
this repert, The use of chromium plating én the mating ring
during test 1 may have been the cause of the somewhat greater
plating wear observed during that test (and the only 'air seal
plating checks or eracks noted during the program) than was
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experienced in test 2a where chromium carbide was used under the
same poor radial piloting conditions for nearly the same test
duration,

The poor radial piloting condition was repaired between
phases a and b of test 2 and from that point through the end of
the program no further air seal changes were requir ed and no
problems of any type developed, In fact the seal rode out such
potentially damaging situations as a test bearing smearing
failure and a rig roller bearing spalling failure with no
noticeable adverse effects.

G,2.b Discussion of Koppers 0il" Seal Performance

As with the Koppers "air'seal, failures involving very heavy
carbon nosepiece and mating ring face wear were experienced with
the Koppers il seal during test 1 and phase a of test 2, The
primary cause of these early failures was eliminated after test
2a by improving the radial piloting of the mainshaft clamping
sleeve thereby eliminating a source of mating ring face runout,
Also after test 2a the "oil' seal mating ring face plating was
changed from tungsten carbide to chromium carbide,

Unlike the 4it seal, however, the 0il' seal continued to
experience severe primary face wear, involving both the nosepiece
and the mating ring, after the clamping sleeve modification had
been completed, This continuing wear led to refurbishment of
the seal again after test 4 and a subsequent failure during test
5. The details of the inspection results on these seals have
already been given in section F and are not repeated here, These
inspection results and observation of the seal's performance led
to the following conclusions in regard to the existing seal design:

1) The alignment of the high points of the saddle shaped
wear pattern on the seal's nosepiece face with the two retainer-
adapter assembly anti-rotation pins indicates that the retainer-
adapter assembly was rocking on these pins during operation.
Mating ring face runout would act as a driving force for a
rocking motion of this type., Presumably, at some level of
sliding speed the inertia of the retainer-adapter assembly would
generate enough resisting force to cause the nosepiece to break
through the supporting hydrodynamic film and initiate wear,
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Similarly, rapid acceleration or deceleration of the shaft could
create a change in the required rocking speed too rapid for

the retainer adapter assembly to follow, again resulting in
breakthrough of the hydrodynamie¢ film and nosepiece wear,
Significantly in this regard the oil seal failures during tests
2a and 5 occurred, respéctively, during phases of acceleration
and deceleration, It is considered that the seal should be
redesigned to eliminate the two-pin method of rotation control,.

2) Optical flat inspection of the"oil' seal mating ring face
showed shallow depressions to exist immediately outhboard of
each of the L-shaped air feed grooves in the face of the mating
ring., Analysis suggests that these are caused by gas errosion
(compounded by solid contamination entrained in the air). Redesign
te decrease this effect is indicated,

3) Chripping of the ucsepiece face during operaition may be
due to "bouncing'" of the nosepiece (possibly but not necessarily
related to item 1 above), This is presumably a function of the
spring forece, the mass of the retainer-adapter assembly, the lift
geometry and the damping inhevent in the secondary seal and
the anti-rotation pins. Re-evaluation of the complex relationships
between these is required to e¢liminate this problem.

4) Finally, although no direct test evidence exists other
than the high "60il" seal failure rate, it is suggested that the
non-symmetrical design of the mating ring is not best for high
speed operation since it is particularly subject to thermal
gradient and centrifugal force effects capable of inducing
distortion in the mating ring face.

5) Neither the tungsten carbidenor the chromium carbide
platingson the "oil' seal mating ring performed without problems
although the failure of the former in tests 1 and 2Z2a wag
initiated by extraneous causes, Heavy nosepiece wear in the other
tests of the program was also accompanied by wear and the
development of radial cracks in the chromium carbide plating in
use for those tests,

G.2,¢c Discussion of NASA "0il"Seal Performance

The NASA "0il" seal was used in tests 6 and 7, both of which
were terminated prematurely due to primary face rubbing type seal

62

RESEARCH LABORATORY SKF INDUSTRIES, INC.



ALT3TO024

failures. The test 6 failure was -not attributable to the seal's
design but was caused by an inadvertant reversal of the rotational
direction of the seal's 1ift geometry and windback. Test 7, however,
was terminated at 20,000 rpm due to a rubbing failure of the seal.

The details of the test setup, seal performance and post test
inspection during tests 6 and T are given in sections F.2.d
and F.2.e. Evaluation of the seal's performance in these tests
leads to the following conclusions:

1) A study conducted by NASA to determine the critical
speed(s) of the rig is presented in Appendix V. This showed
that the first critical speed occurs at about 24,000 rpm. .
This was a "whip" mode. Since both the Koppers and NASA "oil"
seal designs failed in the 20,000 rpm speed range, it is possible
that the "whipping" motion caused the seal Lo rub and
resulted in seal failure.

2) The two anti-rotation keyways in the mating ring hore
and on the mating ring mounting sleeve 0.D. are responsible
for an induced saddle shape on the operating face of the mating

ring.

3) Mating ring growth was noted during both tests. This
resulted in a loose fit of the mating ring on its mounting sleeve.
The cause of this problém has not been established and 1t is
not known if it is associated directly with the failures,

4) Some question remains as to the maximum acceptable level
of mating ring face waviness. Arguments exist both for and
against the adequacy of the 7-9 1lightbands figure attained
in the test 7 setup. This figure would appear to be acceptable
in view of the NASA computer program's prediction of a 0,0003"
nominal film thickness while the failure of the seal under these
conditions during test 7 and the experience of Pratt and Whitney
Aircraft and Stein Seal Company give the opposite indication,
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In this regard it should also be pointed out, however, that the
lack of seal wear noted during inspection at the 4,7 hour point
while the rig was disassembled to replace a failed rig bearing
does militate against the position that the seal failed

through gradual removal of the lift pads by wear due to excessive
mating ring face waviness. Further study is needed in this

area to determine acceptable limits on as-installed mating ring
face waviness,

5) In the configuration tested the seal utilizes no shielding
to prevent oil and/or foreign contamination entrained in the oil
from migrating either into the secondary sealing area or into
the open space between the nosepiece retainer ring and the carrier.
Contamination or coked o0il in the former area could conceivably
create secondary sealing problems (coking in the secondary area
was found in testing on this program however no indication of
gross secondary leakage was noted in these particular cases),
Contamination or coked 0il in the latter area could further
migrate into the nosepiece seating zone on the carrier face and
induce nosepiece distortion,

6) The existing design relies on a heavy press fit (0.040"
nominal on dia,} to maintain the nosepiece retainer (and windback
which bolts to the retainer) in position on the nosepiece 0.D,
Reduction of this fit to 0.012" in test 7 was associated with
slippage (including relative tipping) between these parts.,
Although the test 7 slippage may have originated during the
seal failure it is to be noted that slippage (for whatever reason)
occurring before or during a test could induce gross nosepiece
face distertion, a potential failure mode. It is suggested
that a more positive means of relative positioning of these
parts is required,

7) As with the Koppers seal, radial cracks were noted in
the chromium carbide plating after failure.J Although this does
not indicate a failure mode existing during normal operation it
could compound a primary face rub which might otherwise heal
itself.
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8) As a positve feature it was noted that the seal survived
the heavy vibration of the rig roller bearing failure which
occurred during test 7 with no indication of any detrimental
running conditions at all. As noted previously the opportunity
was taken to conduct a thorough inspection of the seal after the
bearing failure at 4.7 hours and this revealed no nosepiece
chipping and virtually no wear at that point.

G,3 Discussion of Test Bearing Performance

Performance of the test bearing during the program can
generally be described as excellent, One test bearing failure
occurred by smearing during test 2b, No fatigue failures
occurred and, other than during the smearing failure, no lubrication
related degradation of the raceways was noted.

Although the bulk of the running time on the bearing was
conducted at 20,000 rpm (2,5 x 100 DN) or below, speed was
taken as high as 23,600 rpm (nearly 3.0 x 100 DN) without any
indication of problems, Even at the highest speeds run no
thermal imbalance situations developed (i.e,, inner ring
temperature exceeding outer ring temperature to the poeint of loss
of radial looseness leading to even higher temperature in a
compounding situation progressing irreversibly to failure of the
bearing).

Cage performance was good throughout the program, Performance
of the electro-plated silver plate bond was excellent with
no evidence of plate separation from the base material. Land
and pocket wear were judged to be generally nominal as compared
to other silver plated steel airerzft mainshaft bearings of this
type, confirming the acceptability of the clearances chosen for
use in these areas,

Although bearing internal geometry might bhe contributory
to the test 2b smearing failure, it is believed that the failure's
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primary cause lies in the characteristics of the EHD film
generated with the Monsanto MCS 2931 lubricant in use for

that test. In its current level of development, rolling contact
EHD film theory does not fully describe the events leading to
smearing failure, It is believed, however, that changes in the
various parameters affecting the film (i,e., load, speed,

bearing internal geometry, surface finish and waviness, lubricant
temperature, solid or gaseous foreign matter entrained in the
lubricant, chemical composition and physical properties of the
lubricant, etc.,) may, in certain cases, resull in a loss of
traction and film thickness and generate a skidding/smearing failure
of the bearing. This phenomena has been shown empirically to

be dependent upon, among other things, the type of lubricant

in use, and its occurrence during test 2b implicates the

Monsanto MCS 2931, The absence of this phenomena during the
other tests, using identical test bearings under very similar
conditions tends to exonerate the bearing as a primary cause of
the failure, Additionally, analysis of the search coil data
showed discrete high frequency perturbations in the ball rotational
veloecity profile prior to the test 2b failure indicating, in
theory, microsmearing occurrences at the raceway contacts., These
perturbations were not seen to occur with the other oils used

in the program, in spite of the fact that they were run under
nearly identical conditions. This also implicates the lubricant
in the failure and tends to vindicate the bearing,

H, Conclusions

The basic ability of the existing bearing design, some of
the lubricants, and the rubbing carbon nose face seal used in
"air" seal position to run in the 2,5 to 3,0 x 106 DN range with
bearing ring temperatures of 500°F was demonstrated, Although
the maximum program speed objective of 24,000 rpm (3 x 106 DN)
was essentially attained, the bulk of the testing was limited to
20,000 rpm and below by"oil"shaft seal failures and other
problems,

One lubricant, Aeroshell Turbine 0il 555, a type 2 ester,
gave exceptional performance and showed minimal chemical
degradation and coking, adequate lubricant film maintenance
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at the ball to race coentacts, and a minimum amount of cage wear,
The Exxon FN3158 super-refined naphtheric hydrocarbon blended
with 5% Kendall 0839 paraffinic resin gave only marginal
performance in the chemical stability and wear areas . However, its
ability to maineain a lubricant film in the rolling contacts

was acceptable, The Monsanto MCS~2931 improved modified
polyphenyl ether showed good chemical stability bhut appears
unacceptable since it failed to maintain an EHD film capable

of preventing smearing and its use resulted in the only test
bearing failure of the present program., Although the Conoco

DN 600 Type 2 formulated synthetic hydrocarbon gave no evidence
of poor EHD film performance and gave an acceptably small degree
of cage wear, it showed extremely poor chemical stability making
it unacceptable in the present formulation.

Performance of the Koppers shaft seal used in the "air"
position, of relatively conventional sliding face and bellows
secondary design, was excellent, This seal showed an ability
to run without problems in the 600-700 fps sliding speed range
under the low pressure drop conditions used.

The Koppers and NASA shaft seals used in the "oil" position,
both using self acting primary face lift geometry and piston
ring secondary sealing, gave less acceptable performance and a
number of primary face rubbing failures were experienced. It
is believed that these failures were, however, notl indicative
of any basic inadequacy of the self-acting design concept but
were, rather, a result of the need for further design refinements
and the establishment of proper installation requirements,

The split inner ring test bearing gave excellent performance
throughout the program. The bne failure cxperienced was of the
smearing type and was attributed 1o the Monsanto MCS-2931
0il rather than to the bearing.
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ENCLOSURE 2

GENERAL VIEW OF RECIRCULATING~OIL TEST RIG CELL

This page is reproduced at the
back of the report by a different
reproduction method to provide
better detail,
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ENCLOSURE 3

CLOSE UP VIEW OF RECIRCULATING OIL TEST RIG
SHOWING HOT AIR SUPPLY TO THE BACK OF THE TEST SEAL PAIR
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This page is reproduced at the
back of the report by a different
reproduction methorf/ to provide
better detail.
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ENCLOSURE 1V-1

SEARCH COIL OSCILLOGRAMS
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Fig. 6. Explanation of oscillogram. (a) No. 6307, P = 100 kg, N = 1290 rev/min. (b) No. 7307

P = 100 kg, N = 750 rev/min. T: Period of revolution of inner ring or shaft; Ts: Period of rolling

ball, Temax: \Ia\:mum of T; T.: Period of revolution of cage or ball centre; T,: Period of fluctu-
ation of amplitude.
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ENCLOSURE 21

~ 1450
VAPOR PRESSURE VS, TEMPERATURE FOR LUBRICANTS TESTED

| 1350
111250
-1150
L1050
- 930

1 Humble FN3158

2, Conoco DNGOO S

3, Shell Turbine 0il 555 ~
- 850 4. Monsanto MCS2931 \\\\“\é\\\\

750
1 1 i i d

10-2 1071 100 1ol 102

VAPOR PRESSURE, MM OF Hg.
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ALT3TH24
EMCLOSURE JU

LUBHICANT PRUOPERTIES DATA

P DA=600
NCSs 2031 Type 11
FN 3158 ° Monsanto Continental
Exxon Uil Chem, 0ii
Super-refined Ilmprovaed Formulated Turbine il 355
Fluid Maphthenic Modified Polyalkyl Shell il
Source Formulated - Folyphenyl Avomarie Formulated
Type Mineral 0il Fther Hydrocarbon Advanced Ester
Propertics
Viscosity tcs, )oF
-0 (LY Myt Lo, 7509
) 1n, 289 10, 690
100 TH.1 24,1 39,3 20,3
210 4.3 1.1 6.25 3.385
100 ‘ .63 L, 13 1.38
a0 . .95
Paur Point®l -4n -0 ~i3 5 =70
ensity gms/mleF
)] 0,904 L2235 -
77 0,07536 @ GOSF  0.9947 & 60°F
100 1,184 0.%In @ 200t
300 1.100
100 0,704
Surface Tension B9 1.9 25
bynes/em, at 77°F
Therrmal Stabilily )
Isoten, bDecomp, Temp,®d  ea 620 va G750 ¢va G0
Auwt, lg, Temp, °F 735 a0’ il
Finsh Point =F 150 165 ' 150 300
Fire Point ©F 195 : S0
VYolatility, »wt, loss
after 0,0 hrs., @007 F 11,3 (I -3
@300 a0, 7
Vapnr Pressurn,
mm of Iy,
J00° 0,005 0,0149 d.a
100 1L.85% 0,156 10.0
S00 a1 3.066 OLIN )
000 120 3.0 03,0
700 ’ 11N 247.0 mnn,n
Neutralization Na, 0,2 n,23 1.60 0,11
Thermal Ennd.
BTU/C1,“/hr, /°F/ft.,
100°F 0,n9s
Joncr n.078
S00*® ¥ 0.075
specific Heat
BTL/1h, /o F
1nns ¥ n, 160
200°F n.a01
3nn°F . n.o12
ek 0,540

- 44
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ENCLUSUHRE 24

NASTI-1 320, TABULATION OF TEST L EMENTS Usel

Test Aiy Seal Uil Seal

Mg AHOLYHOGVT HOMVYIS3X

Test Uca{ing Air Seal “ Matiug Ring Uil Spal Ma L i Rinsg
Yo, Lubrieant SN PN 3/N EAN 54N Platim Y 7N A hVAY Plating
Sereanimg Tests oy (1) () c
1. Humble EN31H8 & 4 Keppers 17 Koppers 3 chromiwm Koppoers N Koeppors ! fungsten .
5% Kendall 0839 (new) 700495 lused) 700397 1010365 tused) 1010551 carbide
{how) . .
2a, Monsanto 1 " " " ILEJ cheeminm - ey " ' E(Jj Ltongsben ..
MC5-2931 {new) ciarbide carpide y
(new) ) . . - a
2h., Monsanio 1 N b Koppers IR " " 2l$) " lld} chromiuwm ™%
MCS-2031 {not 100405 ‘ : carbide "2
changed) "
3. Caneco DN-G0OQ 5 " " " " " " b " ] v "
Type 2 (new) {new) . ' .
4, Aeroshell Turbine 7 " " " b ‘ " " " " " T 'f';
0il 355 (uew) {newl ‘ 3
Extended Duration Tests (33
5. Aeroshell Turbine 7 " " " b " " " '
0il 553 (Test 1 (not
0il rerun w/o chg.) changed)
6. Humble FN3ILOE & (4 b " " N " AN nith NARA 1
5% Kewdall 0839 (new) COBANOHRL Lnoew) Coy 6T 1 (new)
(new) C) ‘
7. Humble N3L38 & 0% 12 " " " " " N h ! 2
Kendall 0839 (new) (new) ) Ciiew)

Notes:

(L.) B8 pearing P/N 1399316-1 was used without change in all testing.
{*.) These seals previously uscd on NASI-1.1310. .

{3.) Hefurbished prior to Lhis test,

‘SIIHLSNANI
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p\
m
)
m
>
Pt/
{I) Tetal
Running
Test Time
r- No, Lubrigant Lhrs,}
J> Sgreening Tests:
UU 1, Humble FN3I38 & 13.6
() 5% Kendall 0H39
(new)
m © 2a, Maonsanto MCS- 12,0
b 2631 (new)
-{ Ib. Monsanto 1.3
() MCS-293) (tesy la
m 0il rerur w/o changel
3. Conaco UN-600, 3,2
'< Type 2 {new)
nn 4. Aervoshell Turbine 8.4
0i1 353 (naw)
1"‘, Extended Duration Tests
"4 3, Aeroshell Turbine 24.7
- 0il 553 (test 4 ait
Z retun w/o change)
6, Humble FN-31538 & 2.1
O 5% Kendall 0839
{new)
C 7. hamble mv-3158 6 6.3
m a% Keadall 0839
(new)
-i Notes:
m (13 Excluding warm-up phase,
—
Eu (3) Represcnts 1,6 hours rusning time only,
n

TONI

/6"

Max,
Speed
Reached
Lrpm)

3,600
{wide
open)
21,900

18. 000

16,000

21,400

20,000

10,800

10,100

ail
Flow
Hate
Range

Sfqonl}

ENCLOSDRE 2.4

RESUR TS

NASS -3 .320, SUMMARY OF CEST
Diltl) Uuter(l]Tatat
lnlet Ring Seal
Temp,  Temp. Leakage Heason
Range Hange Range For Test
LoF} (°F} iscfm) Termination
200+ 113- G- Max. rig
435 a0 7.2 Motor
capability
200~ 150- &, 1~ oil seal
(AN 535 26.0 rubbing
failure
205~ 160~ 3.5~ test bearing
360 Gl 9.1 smearing
failure
30a- 420- g1~ chemical
345 310 10.0 degradation
of wil
2535~ 420- T.2- brig. temp,
390 340 13.6 past rig's
cantrol
capability
120~ 170~ 0.1- eil seal
100 315 16,0 rubbing
failure
20 3s50- g,1~ otl seal
ass  aeel®) 16,6 (NA3A) rub-
bhing failure
240~ 0il seal
100 (NASA) rub-

bing failure

4.7 hours,

Post Test Condition

viscosity
acid no,
dirt contont
not checked

viscosity
actd no.
dirt centent
viscosity
acid ne,
dirt coenLent
viscesity
acid no,
dirt centent

viscosity
acid no,
dirt content
viscosity
acid no,
dirt content
viscnsiLy(3]
acid no,
dirt content

+243%
+07%
+130%

+10%
0%
+16%
+10%
high
high
+Th
~53%
N.C.

+il%
AT
+4Th
+11%

L

+143%
+13%
N.C.

+125%

(2) Bearing never reached full warm-up. Severe coking was the result of high temperatures generated by oil seal with lift
Uil was changed at

Test Hearing Air Seal

good except heavy heavy lace

debris denting WEAT
not ianspected good
nross smearing good
(failed)

good except Light good
debris denting

good cexcept light good
debris denting

good except grain good
boundary corrosion

{not lube related)

gooud gocd
goad geod

geometry reversed,

0il Seal

eccentric mating
ring wear hroken
secondary (failure)
eccenttic mating
ring wear, broken
secondary {(failure}
good condition

good ex, skight seal
dam chipping

modetaie seal dam
chipping and saddle
shaped nosepiece
woar

nosepiece and mating
ring wear; plating
cracks (failure)
severe nosepiece and
mating ring wear (pads
reversed, failure)
nosepiece and mating
ring wear; noseplece
dislocation on
retainer {failurel

PROQIELTIY
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ENCLUSLHE 25

NASH=-14320, LUBHECANT CHEMICAL, ANALYS1S DATA ANH HIG CORING EXTENT

Ca Accumulated C Oit
Time Visecosity : Birt o Added
Test on Uil @ 10051 Acid  Content at Time Extent of
No, . Lubricant (hrs,) (cs,) No, {aqm/100 mi, )’ (gals,) Hig Coking
Sgreening Tests
1 Humble FN3150 & 0 91,0 0.20 0.0200°’ 0.1 at 2.3 hrs.  severe
- 4% Kendall 0039 13.6 119,.9 .30 0.050 0.5 at 3.2 hrs.
2 Mousanto MC52931' 0 24,0 0.06 0. 039(5 ) 1.0 at 2.1 hrs. average
‘ 16.3 27.2 Q.06 0.057 0,5 at {,0 hrs,
3 Conoco BN-600, 0 38.0 basic 0,042 none severe
Type 2 1,2 53.0 0.30 unfilterante2)
1 Aeroshell Turbihe 0 8.6 0.38  0.024 . none none
0jt 555 8.1 30,0 a.17 0,024
5;endcd Dyration Tests . -
5 Acroshell Turbine 18,5 31.3 0.20 0.023%%) 1.2 at 15,8 hrs, mild
ai1 555 21,7 30.9 0.20 0.035
35.1 31.7 0.20 0,033
6 Humble FN3154 & 0 L) 921.0 ~ 0.20 0.02003.) none (0il changed severe
5% Kendall. 0339 1.1 103.9 0.20  0.057 at 1.05 hrs.)
7 Humble FN3158¢8.) o 96,4 .0,10  o0.018(5.) none (oil changed mild
& 5% Kendall 0839 1,7¢6.) 167,2 0.30 0,036 at 1,7 hrs,)
T 1,674 115.8 = 0.20 . 0.045 =
Notes:

(1) The 5 possible rig coking ratings are, ia order; extreme, severe, average mild, none, They are relative
‘ only to each other. '

(2) Fluid would not pass through filter,

(3) This and the following times on test 3 include the 8,4 hrs, run on this o0il in the previous test 4,

(4) This actually represents 2,15 hrs., in test time however oil was changed at 1 05 hours after discovery
of a pre-test overheating condition,

(5) 0il shaft seal failures during these tests could have contaminated the lubrication system and therefore
cast suspicion on the validity of fimal dirt content levels as an indication of oil performance,

(6} This il was subjected to heat of unknown magnitude by rig roller bearing failure,

(T} This actualiy represents 6,3 hours in test time however oil was changed at 4,7 hours after roller bearing
failure,

(8) Humble FN3158 came from a different lot than that used in tests 1 and 6, therefore had different
initial readings, -
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" TEST BEARING §_TE T/

OI1L USED _ LA 3nS8 #o 5 U KENDRLL LEsin/

osre ﬂlﬂ - 1571

R

Test Datg_

Test No, 1, page 1 of 4'

Enclosure 26

e = ——— —— .

Rukning TimE , Houms LV 17258 1255130 132 |32 |32 |38 41 14.3 4.1 ‘iﬁ

' SPEED, RFM % jed 14 pr A /8 1% 14 i il
AIR MantFoLp Press, (psi) d0¢ | g0 | 106 JoL | 6 10l — 10b
BearInG Cavity Press, (psi) L L L A b b - > b
SEAL CaviTy Press, {ps1) 77, al i i ¢ __@ Hi - T pif .
Hot AIR Frow (scrm) 52 | sl - 33 N 48 | — S‘ 1= k"
TesT OiL Frow (GPM) LS5 — - 26 | 4.0 Zﬁ is /.5 N _}3 |~ Q‘;‘_
TataL SeAL Leakace {(scem) £3 | - - - ' . i E é.l: = '
Test Bearing Quier RING (F) § See | Sop | 575 | 55¢ | £8¢ }_"j 5ol seo | 525 ¥ | Seo Iy
TEST BEARING INNER Flma_ (6F) g4 | ~— 520 | 568 | ¢on W °t% 520 | S4a g_ﬁ — Q
RoLien Bearine Cutes Rine (9F)) wrn | ¢gs | ggs | sa20 | 505 | ~_ | 480 | 450 s?;—& vil/Ed %jg'
OiL Seaw Houstwe (oF) - - - - — L ™ —_ ] — w| - <
218 $za1 Hous 1nG {oF ) 95 | sos | 955 | 970 | 9¢s < T% S6o | 6o | N M| gos|
Test BeEaring  Housing  (OF) || 450 | 4335 | 435 | %o | 44,5 . | 456 | 420 ;ﬁ X 390 E
ROLLER BEARING nous NG (OF) - | 408 | 3715 | 475 | 396 s L % e8| 3f0 o 340 ity
AR SEaL Hewrods (OF) — -= — — - Q % . _“::ug e %
HoT AIR InN ManiFoLo {oF) 97 /010 lidos 085 j005 f TV)‘_ ‘fgo ?-?Q__ “lt;; ;"‘g S ““E 7
OiL INLET [OF) , #i0 - 415 | 435 | o U) Q?; 470 —_— V) Q - A
01L OUTLET {°F) 4o | s | 4o | 495 | g0 480 | odbe -} 7S

FCOLELTY
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TONI

" TEST BEARING # _BGEr0/

0lL USED Fﬁ'j/-.:vﬂ r ¢ K{MD/?U. CE it

DATE gcl[.s' -(cdg ZVZ/

Test No, 1, page 2 of 4

Enclosure 26

'B ELT EAILURE —

Runking TiME Houas o, T 5'-& 55156 .ﬁ',b c./ 'é'i’ 6.7 7.1 74 79 ??_.
speeo, RPN % 403 TN ‘ /4 ) r¢ 1 19 L 18 120 | 20 122
AR ManiFoLo Press, (psi) [ 06 06 706 /84 | 06 /661 - -
BEARING CavITY PrESS, (Ps1) & 6§ . L (3221 — éi - -
Sear CrVITY Press, (ps1) il 1 —ES Ty Jil {1 il - "
HoT AR FrLow {ScFm) v — _\")r rn — e —— - -
TesT O1L Frow (oem) LIS | Le i L5 | LS | /s /& LT 1 A0
ToTaL SeaL Leakace (8crm) 58| ¢ ;E ’ZL 7.2 - — I f0 -
Test BEARING OuTER Ring (OF) S0 | S¢5 | R 450 | 490 | 5¢0 ¥ 5/0 | 566 | 576
TesT Besring INnER Riwg {OF) = S8 \J_QL - ,{;"z‘.{:‘ 555 VW | 525 | — -
RoLLER BEARING CUTER Ring {OF)F | 450 | 4% | @9 o0 | 455 | 495 49¢ | 4490 | 530 |
OrL SeaL Housiwg (OF} 1 == ~ ‘gﬂ‘ - - | = \‘\'S‘ — — o
&1r SzaL Pousine (OF) E g30 | ¢55 0: L 720 |8/5 | g7¢ \3 L85 | 5 ﬁg’_‘_
TeEST Bearirc  Mouging  {OF) j{? 430 | 428 @:7 W E; 350 | 370 | $20 & '\3?9:' $4o 4 ¥o
RoLLER BEARING nousing (OF} - W 380 | 3és | ¥ g “E 320 | 320 | 358 Q 330 370 | 370
- Ar SEaL Beuiows (OF) @ - - . I:: - - - -
HoT Ata tn ManiFoLD {°F) . Gus | S8 - h\,\: g70 | 940 | sevr :f /00 LiC2e (/020
Ot InLeT {OF) ¥} — - E ~N - 389 | 4o Q 338 (450 | 3Yp
011 QUTLET {OF) | 495 | 495 410 | W50 | 490 #+80 { sep | 500
: _ }
Test Dgig

FcOLELTY



©TEST grARiNG §_ 368i0f

ARG AHOLVHOEVYT HOHVISIM

'SAIHdLSNANI

TONI

oL use) LN 3/SB 1 5% CENDALE LESid oare £X2 = s8faefui
Romin Tine, Hours 22154 |59 | 90| 921495196191 103 0.1| 07 si5
SPEED, RIM !'.‘:E 22,5 i4 /e 1 ie | I8 - A | /¥
Atr MawiFotp Press, (psi) i /o6 JLs | 10k = ;EL s fob
Bearing Cavity Press, {psi) N 57 | &-7 [ - 3 o o 1~ b
SeaL CaviTY PrEss, (psi) -g o /i Fid i - § § AR 11
Rot AIR FLow [scrm) N S dg | - g | = n & g7 1N 4"
TesT O1L Frow (o)} E) v 5 1 4.3 | 4.5 - 0 7.5 @Eﬂ 1.5
Toval SesL Leakace (ScrM) %}5 .9 | - 20| 13 W N 1 /8.3 ,:\-:; 55|
Test BEaRING OUTER RING (OF) | N 450 | 490 | Soe | S20 &_ Y ~ 860 e G5
Test BEaRING INNER RING [9F) Yl é_& dp | ¥10 | Ses| - % % t:a %! 47 @: §36
RoLrer BEsrIng QUTER Ring (OF) ,kz _& ‘t_:' &35 | 485 %@ 450 3 " ..}:; $=-SC | o ~ N HByg
GrL Seay Housing {°oF) 1 _EQ et - ot = NS §,’ Wyl — %Sﬁ R& —
&1g Szal Hous ing (OF) ~ g_ﬁ 7@0 ggo 5’55 }fgﬂ §; Qs :_w g"?’lo @ 2[‘ Qt ?&“@
Test BEartre  Housing  [OF) K _-;éi 350 | 368 | 39 | Hou *3 = ,}; 3 last N {30
ROLLER BEARING nousing (OF) }a\{ N 3,5 | 320 | 390 | 335 it a ‘3 360 Q.;‘s; \ {’) 270
AR SEAL BeELLows (©F) A3 k =-— e - - k ~ < Sté ~ jem ﬁ\*&l —_
HOT AIR 1N MawifoLD (OF) W la Vgdolgas | Ges s | N |5 |92 g1 |gsg
Ore Incer (°F) ?{T ;; 370 1 — oo - ® 1\?} 375 E‘:rm 330
DiL OurLey (oF) 1 425 | 450 | 413 | 415 1435 i é§5=-=

{ ’ Test Data

&._ . : -. Test No. 1, page 3 of 4
: ) ‘ Enclosure 26

[ZANR DAL



" TEST BEARING # 36§70/

B AHOLVYHOSYT HDHVYISI3Y

o usen LA ZAsH T Sﬁkfdfﬂl'i £Esi8/ pate £0fae [ 7/
Rusning TiMe, Bours //__é_ EF iR ;',?.4{ i2h |22 34.1/3.41/73.¢ )
SPEED, RFM 1 /9 | 26 |20 | 22 1 A2 123.¢ &
AiR MaviForp Press, [psi) 106 706 | 106 | jet | s8¢ ek | 106 N
Bearing CaviTy Press, (psi) A L b (A L ' L A % E
Sear CaviTY Press, {pst) f{i 1! i il 172 ;{47 {1 agtf ~J 4
HoT AR FLow (scrm) 4¢3 52 | - - e g 1 _ . R Y *Q
Test 01L Frow (aem) 220 /5 s |2o [Ae Q_ LS | 2.0 ﬁj 3
ToTaL SEAL LEAKACE (8cFM) 272 A3.0 | At | A%b | 4 | N = — v\
Test Bearing Outer Rang (OF) | 4iso |4 S | 4%5 | 410 | 570 M EANE AR
TEST BEARING INNER RIN_G“ {oF) 440 k 570 | 445 Lg-m = g M - — 'L\ W
RoLLER Bearing QuTem Riwe (OF) _#g,o - 3505 45‘!_5'_ c‘:ugo Soe | R Cl ¥y | 4o i
O1L SeaL Housing (©F) | i - — — - S b
AR $za1 Fousing {oF) — “; 265 | $10 | ¥7p | Y90 3w g6 | &40 S 3
Test Beamime  Houstne  {oF) [[330 ;i H2o 1350 | 340 | 3715 ‘rﬁ-‘ 32¢c | 35¢ 2 %
RoLLER Bearing nousing {°F) - || R85 gﬁ_ Rns” | 3o | 320325 | Q 4 A 350

AR CEAL BeLiows (9F) 'L - 3] — — - - ) -~ = ?LE
HoT Atr In ManiFoLs (OF) 1975 | . /005 | joop | fole | 44S | 990 | 990 !: :
DiL INLET (OF) BTG EZRED - 360 | V7 AFe| 3010 3
O1L OUTLEY (OF) 10 490 | 425 | dop | 410 dos~| $20 ‘

'S3IHdLSNAMNI

_94__

"ONI

Test Data

Test No, 1, page 4 of 4

Enclosure 26
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ARG AHOILVHOHY 1T HDOHVYI3IS3IM

'SAIHALSNANG

TONI

" TEST BEARING §

34}._8’4’&2.

oL USED __MOVSANTY_MeS 2931 oare _Lo2fid

RunNIng TiMe, Houns jtg |l rS L5 | 2ol 30 “4o | 570 L. 0%V 4.5 (gs' 1.3 I 7','5
Sreeo, RFM )4 b | 4 | 0% 104 g% | 44 i 1 i
AiR MawiFoup Press, (psi) S S st | g4 | s5¢ | 54 _S4 | 106 § 1ok
Bearing CaviTy Press, {pst) 'S & ) [ A b "i{?; & e
Seal CrviTY Pacss, {pst) 55 {; 5£ 5?9, 57 53 5§ sg }: 12 il
Hot AIR FLOW [SCFM) 49 :; 49 4g X 47 1 41 47 tg 49 | —
TesT O1L Frow {(aem) 2.6 o L5 1115 | 20 | A0 20 2.0 p 2.0 |40
Totat SealL LEAXACE (ScPm) — 3 i; 3 6.5 L& Q'{' 85| Z+ g5 " /05 r5e
Test Bearing Quter Ring [9F) || 590 % <4 ;2 o0 | 50 | 10 | S/5 | 518 | &5 é’ Mo | 475
Test Bearing Luner Ring {oF) - % E < — 520 529 -‘Qf.cLO SA0 | sS4 B —= 500
RoLLEr BEARING Cuvem Rins (OF)) #igp | ;‘: 450 | 495 | d49s | 490 | ¢90 | 45| B YL0 | 475
CiL SeaL Housiwg {OF) ~— :\;__‘g___!; - - ~ _ il - ’ ; — .
AtR SzaL Mousing (oF} 725 | ® Y 195 | y25 | 780 | 735 | 735 | 735 § 90 | 7ro
Test Besming  Housing  (OF) || #ps& V):_E 390 | o281 440 | 430 | g¥0 | 440 - ] gpe | ydo
RoLLER BzarinG nousing (9F) | 350 | . ™ 3%¢ | 350 | 365 | 360 | 34D | 368 cw | FbO | 350
A1R SEaL Beriows {°F) |‘ —— E: . — — — e v ‘g — ro—
HOT A1z In ManicoLD (OF) i__gg,o b S0 | §78 | 875 | Qs | 5757 | 70 - |gz20 | Yas
CrL INLer (OF) o5 | W 365 | e | 4as| #26lgs | g5 | V¥ | 358 | 380
SiL QuTLET (oF) L $00 $#55 | £00 | 500 490 | 500 | S02 4so | 470

‘ Test Data

[
"“«:Q .
=

" Test No, 2,

page 1 of 5

Enclosure 26

PcOLE 11y
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TEST BEARING §_ 36 8/0 2

or used MonanTd MCS 2934

Towe _r2 i1 -20fnp

=Q

Enclosure 26

Rukning TiME | HOuRs 7.8V 211 2/819.4 1935 95| 97 | w.0lro.? | f0.2) /05 /é,E’
Speep, RFM s | s 6 1 1€ 16 ie | s V28 L r® | /8 | /¥
AR MawiFoLo Press, (psi) job | 1ot 1 X jee 1 rek | 10l | 10k et | sol | rot | 106 | se08
Bzamtnc CaviTY PRESS. [PSI) o & E G ¢ L ¢ A L A e | ¢
Seav Cavity Press, (st} i f ‘é‘: i i i il i 4 i /i /7
HOT AtR Frow {serm) — — A - — — -_ - — - — -
Test O1L Frow (Gpm) L5 |18 § tl 2. O /IS lr25|lR25 V4o 20|/ 8} 0 | 2O
Torsl ScAt LeakacE {Scrm) 13 el fe.0 u&_;\f /5 /2 ) it 6 I3 | st | st 7
TesT Berring Outer RiNG (F) | gpo| 575 g@ﬁ S25° | 545 | 55| s¢¥o| 4Ge| 480 | soo | 495 |40
Test BEARING INNER Rmc:. {oF) — _ S‘i wl — —— - -~ — — — — - —
RoLLer BEaring CuTex Rine (OF)] Syp 1 S /0 g\l &P ;570 S30 | 405 | 485 | 450 45@ A 2ok o
CiL Seavr Housing (©F) — — o —— —_— —_— —_ — —_ — — —
Al $zaL Mousine (9F) T30l 130] . 730 | 7¥0 |\ 765 | 7p0 | 175 | 765 | 7¢5 | 750 | /850
Test 2ewnire wousis (oF) | uas| gas| 3 420 | #s0 | ¥S5 | 430| #00 | 365 [ 355|300 R90
ROLLER 3EARING nousinG {9F) s | $r0 ™~ Hop | oo Yo | 3P5| 30| 3iz|l3os| 258012 .
AR SEAL BerLows LOF) 1| :L —_ A _ J— —_ -— —_ —_ — —_— —_—
HoT Atz tn ManisoLp (oF) (940 | 940 @ o0 | F¥S5 G990 | 995\ 020 (1020} /045 | oo | /07D
o1 Incet (OF) i‘370 330| W a%o | 400 | 3&p laso |l ado | 2P0 A7 | 220 200
OIL QUTLET (°F) 450l 45 socl tgs | S0t 470 | 40 | $20 | s | 398|370
Test Data
~Q Test No, 2, page 2 of 5
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LAHMET AHOILVHOBEVYT] HDMXHMVvIS3IY

'SsAiIHdALSNANI

TONMNI

" TEsT BEARING §_3CE/0L : . . -
oiL usto Mobsowra.  MES 2730 DMEM?@ZB
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ENCLOSURE 27
MODIFICATION MADE TO MAIN SHAFT CLAMPING SLEEVE
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ENCLOSURE 32

TEST SEALS AND MATING RINGS AFTER SCREENING TEST USING HUMBLE
FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN AT SPEEDS

10 23,600 RPM

OIL SEAL MATING RING
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ENCLOSURE 33

TEST BEARING COMPONENTS AFTER SCREENING TEST USING HUMBLE FN-3158
OIL BLENDED WITH 5% KENDALL 0839 RESIN AT SPEEDS TO 23,600 RPM
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ENCLOSURE 34

TEST RIG PARTS AFTER SCREENING TEST USING HUMBLE FN-3158 OIL
BLENDED WITH 5% KENDALL 0839 RESIN AT SPEEDS TO 23,600 RPM
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ENCLOSURE 35

TEST BEARING COMPONENTS AFTER SCREENING TEST USING MONSANTO MCS-2931
OILL AT SPEEDS TO 21,900 RPM
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ENCLOSURE 36

TEST SEALS AND MATING RINGS AFTER SCREENING TEST USING MONSANTO
MCS5-2931 OIL AT SPEEDS TO 21,900 RPM
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ENCLOSURE 37

TEST RIG PARTS AFTER SCREENING TEST USING MONSANTO MCS-2931 OIL
_ AT SPEEDS TO 21,900 RPM

y 4
P // .
.r/
the
This page is reproduced at
TEST BEARING HOUSING back of the report by 2 dlffeﬂ'g:il:
reproduction me So pears
better detail,

TEST SHAFT = ,7"

RESEARCH LABORATORY 3SKF INDUSTRIES, INC.



ALT3T024
ENCLOSURE 38

TEST BEARING COMPONENTS AFTER SCREENING TEST USING CONOCO DN 600
FLUID AT SPEEDS TO 16,000 RPM
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ENCLOSURE 39

TEST SEALS AND MATING RINGS AFTER SCREENING TEST USING CONOCO
DN 600 FLUID AT SPEEDS TO 16,000 RPM
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ENCLOSURE 40

TEST RIG PARTS AFTER SCREENING TEST USING CONOCO DN 600 FLUID AT
SPEEDS TO 16,000 RPM
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ENCLOSURE 41

TEST BEARING COMPONENTS AFTER SCREENING TEST USING AEROSHELL
TURBINE OIL 555 AT SPEEDS TO 21,400 RPM
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ENCLOSURE 42

ST SEALS AND MATING RINGS AFTER SCREENING TEST USING AEROSHELL
N TURBINE OIL 555 AT SPEEDS TO 21,400 RPM

OIL SEAL MATING RING
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ENCLOSURE 43

TEST RIG PARTS AFTER SCREENING TEST USING AEROSHELL TURBINE OIL
555 AT SPEEDS TO 21,400 RPM

- This page is reproduced at the
TEST BEARING HOUSING back of the report by a different
reproduction methody to provide

better detail.

TEST SHAFT . jleel

RESEARCH LABORATORY S8KF INDUSTRIES, INC.



AL73T024
ENCLOSURE 44

TEST BEARING COMPONENTS AFTER EXTENDED DURATION TEST USING AEROSHELL
TURBINE OIL 555 AT SPEEDS TO 20,000 RPM FOR 26.7 HOURS
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ENCLOSURE 45

TEST SEALS AND MATING RINGS AFTER EXTENDED DURATION TEST USING
AEROSHELL TURBINE OIL 555 AT SPEEDS TO 20,000 RPM FOR 26,7 HOURS

KOPPERS OIL SEAL OIL SEAL MATING RING
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ENCLOSURE 46

TEST RIG PARTS AFTER EXTENDED DURATION TEST USING AEROSHELL TURBINE
OIL 555 AT SPEEDS TO 20,000 RPM FOR 26.7 HOURS

TEST BEARING HOUSING
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ENCLOSURE 47

TEST BEARING COMPONENTS AFTER ABORTED EXTENDED DURATION TEST USING
HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN AT SPEEDS TO
10,800 RPM FOR 2,1 HOURS
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ENCLOSURE 48

TEST SEAL AND MATING RING PARTS AFTER ABORTED EXTENDED DURATION
TEST USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN
AT SPEEDS TO 10,800 RPM FOR 2,1 HOURS

This page is reproduced at the
NASA OIL SEAL MATING RING back of the report by a different
reproduction methody to provide
better detail.
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ENCLOSURE 49

TEST RIG PARTS AFTER ABORTED EXTENDED DURATION TEST USING HUMBLE
FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN AT SPEEDS TO
10,800 RPM FOR 2,1 HOURS
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ENCLOSURE 50

NASA OIL SEAL AND MATING RING DURING REPEAT EXTENDED DURATION TEST
USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN, SHOWS

CONDITION AT TIME OF ROLLER BEARING FAILURE AFTER 4.7 HOURS AT
SPEEDS TO 19,000 RPM

This page is reproduced at the

back of the report by a different
Mg OLL &R, reproduction method to provide
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ENCLOSURE 51

TEST BEARING COMPONENTS AT COMPLETION OF REPEAT EXTENDED DURATION
TEST USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN
AFTER 6,3 HOURS AT SPEEDS TO 20,100 RPM
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ENCLOSURE 52

AIR SEAL AND MATING RING AT COMPLETION OF REPEAT EXTENDED DURATION
TEST USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN
AFTER 6,3 HOURS AT SPEEDS TO 20,100 RPM
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ENCLOSURE 53

TEST RIG PARTS AT COMPLETION OF REPEAT EXTENDED DURATION TEST
USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN

AFTER 6.3 HOURS AT SPEEDS TO 20,100 RPM
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ENCLOSURE 54

NASA OIL SEAL AND MATING RING AT COMPLETION OF REPEAT EXTENDED
DURATION TEST USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL
0839 AFTER 6.3 HOURS AT SPEEDS TO 20,100 RPM

This page is reproduced at the
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ENCLOSURE 55

NASA OIL SEAL MATING RING AT COMPLETION OF REPEAT EXTENDED DURATION
TEST USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839 RESIN
AFTER 6.3 HOURS AT SPEEDS TO 20,100 RPM
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ENCLOSURE 56

CFF 848839 CARRIER OF NASA OIL SEAL AT COMPLETION OF REPEAT EXTENDED
DURATION TEST USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839
RESIN AFTER 6,3 HOURS AT SPEEDS TO 20,100 RPM

BORE OF CARRIER SHOWING COKING

IN PISTON RING SEALING AREA  This page is reproduced at the
back of the report by a different
reproduction method to provide
better detail.
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ENCLOSURE 57

CF 850687 SUPPORT OF NASA OIL SEAL AT COMPLETION OF REPEAT EXTENDED

DURATION TEST USING HUMBLE FN-3158 OIL BLENDED WITH 5% KENDALL 0839
RESIN AFTER 6,3 HOURS AT SPEEDS TO 20,100 RPM .

INTERIOR OF SUPPORT SHOWING COKING

This page is reproduced at th
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ENCLOSURE 58

NASA OIL SEAL MATING RING MOUNTING COMPONENTS AT COMPLETION OF
REPEAT EXTENDED DURATION TEST USING HUMBLE FN-3158 OIL BLENDED
WITH 5% KENDALL 0839 RESIN AFTER 6.3 HOURS AT SPEEDS TO 20,000 RPM

This page is reproduced at the
back of the report by a different
reproduction method to provide
better detail.
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EXHIBIT A ALT3TDZ4
The Contractor shall perform the, work described below:

Task I - 125-mm Bearing and Seal Asscembly Test Rig and Test Flemenls

The test rig and test elements are ac follows:

A. Test Rig

1. The Contractor shall provide IWe Contractor-owned 125-mm bhearing
and seal assembly test rig that is equipped with a recirculating
lubrication system and was used previously under NASA contract
NAS3-6267. The temperature distribution on the test bearing
and seal assembly and test cavity shall be such that no part
is at a temperature of more than 25°F below the outer ring
bearing test temperature. To insure that the heat flow path
will be from the inner to the outer ring of the test bearing,
the inner ring temperature shall be maintained at, least 10°F
hotter than the outer ring temperature. Oxygen content shall
be monitored in the test cavity.

2. Modifications to the test rig specified in paragraph 1 of this
Task I shall be made as follows: '

a., Provide necessary hardware modifications to allow operation
at increased speeds, up to and including 24,000 rpm
(3 x 10% bN), if possible. :

b. Provide facilities (e.g., searchcoils) to monitor test
bearing ball motien, using existing available electronic
equipment, An existing pyrometer shall be used to determine
cage temperatures, if feasible. The temperature capabilities
and sensitivity limits of this equipment shall be determined
during shakedown testing, and it shall be used within these

" capabilities. - SRR '

€. Provide necessary hardware to permit under race cooling for
the bearing inner riang. The modified system shall be
subjected to shakedown testing prior to the use in the
subsequent tasks. ' '

B, Bearings

The Contractor shall utilize fifteen (15) Government-Furnished
Angular-Contact, split-inner-ring type, 125-mm bore diametor ball
bearings. The bearing design shall be & 081 Industries No. 459981G.
The balls and races shall be of consumable-electrode vacuum meltod
M-50 steel. The cage shall bLe no. FS/W40 and shall be made of AISI
4340 steel and have elcctroplated silver coating. The bearings
shall be designcd for operation at shaflt speeds up to 24,000 rpm

(3 x 10° DN value) and at outcr race temperatures of 700°Fr, -1

,;Zj;’/-¢g,
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C, Seals ‘
1. For initial check out and preliminary testing in this program
one of the existing Government-owned double scal assemblies
(mean face diameter of 6.33 inches) from contract NAS3-6207,
to be sclected by the Contractor with the approval ef the XAGA
Project Manager, shall be used. -

2 The test seal to be used in the step specd testing and fifty
(50) hour evaluation tests of lubricants as specificd in Task II
shall be as follows: (If needed to maintain acceptable test
schedules, existing Government-owned seals shall be used with the
approval of the NASA Project Manager.)

a. The test seal shall be constructed as a pressure-balanced
double face seal assembly and be of the type depicted in
Koppers Drawings 700495, 700513 and 1010568. There shall
be an air-seal exposed to 1200°F air temperafure and a
pressure drop across the seal of nominally 5 psi; and an pil
seal exposed to the bearing chamber pil temperature and a
pressure drop across the seal of 105 psi. The seal springs
or bellows shall be made of Inco 718 or equivalent high
temperature material. Damping shall be used,

b. All seals shall have sealcarbons of National Carbon CDJ-83
(or equivalent) and shall otherwise be made according to
design and detai! drawings approved by the NASA Project
Manager under this contract. Two new 0il seals shall be
provided by the Contractor.

¢. The secondary seal shall be of a bellows type or piston
ring type. Springing force exerted by the hellows shall
be determined by the seal manufacturer. '

3. A continuous leakage in excess of 5 se¢fm, or as directed by the
NASA Project Manager upon recommendation by the Contractor,
acress any single seal under the conditions described above
shall be considered a seal failure. Gas flow-meters in the
nitrogen and high-pressure air lines and mass spectreémeter
menitoring of the interscal and bearing test chambexs, using
a helium tracer in the nitrogen blanketing gas, shall be used

to provide maximum flexibility in tracing seal leakage paths.

4. Nitrogen gas shall be available for supply to the space hétweeﬁ-the two
seals at a pressure of gbout 5 psi higher than the 1200° F ailr pressure.

RESEARCH LABORATORY SBKF INDUSTRIES, INC.
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5. In the event test seals beccme functionally indperative during'

testing they shall be repalred up to two reworks on the oil seals

~and one air seal rework.

D. Test Lubricants

10

The following lubricant test flulds shall be provided by the
Contractor for evaluation as described in Task II. These fluids
shall be from a single controlled lot of each fluid.

a. Humble FN-3158 formulated super-refined naphthenic mineral
oil plus 5 percent by weight® Kendall 0839 heavy paraffinic
resin (baseline fluid). - |

b. Monsanto MCS-2931, improved modified polyphenylether.

c. A synthetic mineral oil derivative (e.g., Conoco DN-600
Fluid, Type 2, formulated synthetic hydrocarbon or Mobil
XEM-214B, formulated synthetic paraffinic hydrogarbon) to
be selected by the Contractor, subject to the approval of
the NASA Project Manager, )

d. One additional fluid to be selected by the Contractor,'sub—
Ject to the approval of the NASA Project Manager.

Task IT - Lubricant Evaluation, 125-mm Bearing and Seal Assembly Rig.

The Contractor shall perform tests, under the conditions and folloving |
the procedures as described below, using the test lubricants listed in
Task I, paragraph D.l. in the 125-mm bearing and seal assembly rig to
determine their relative lubricating abilities, extent of corrosion,
system deposits, and modes of failure in an open atmosphere recirculating
lubrication system. . .

A. Test Conditions

l..

Beariﬂg outer ring temperatures shall be maintained as close asA
possible to 500° F (#15° F}. Test lubricant being supplied to
the test bearings shall be maintained at a temperature of Lo0° ¥

(+10° F) with the system open to the atmosphere.

Inner ring (shaft) rotational speed shall be at the highest
feasible speed up to & maximum of 24,000 rpm as established in

the Test Procedure, paragraphs B,l. to B.6 of this Task,

The bearing thrust load for all testing shall be 3280 pounds.

Total oxygen content of the test cavity during the tests shall

be measured.

The molsture content of the incoming air to the test cavity ehall
be maintained at 50% (+10%) relative humidity et atmospherle con-
ditions, unless total seal leakage exceeds 10 SCFM,

I-3
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Test Procedures

1-4

lu

The testing program shell consist of running each of the previously
enumerated fluids listed in Task I, paragraph D.1. in the recir-
culating rig described in paragraphs A.l, and A.2. according to

the following testing schedule: ‘

Test Flu1d

" @, Humble FN-3158 plus 57 Kendall 0839 (baseline fluld)

b. Monsanto MCS5-2931
¢. A synthetic mineral oil derivative to be selected
d. One additional fluid to be selected.

Alr at 50% (+10%) relative humidity shell replace the nitrogen
previously supplied to the space between the two seals st a
pressure of about 5 psi higher than the pressure of .the 1200° P
air, and the test cavity shall be vented overboard. Measurement
of relative humidity shall be limited to operation when total )
seal leskage is 10 SCFM or less.

Using & new test bearing with each test fluid the bearing tempera-
ture shall be stabilized at a shaft speed of 14,000 rpm with the
thrust load held at 3280 pounds. Time requlred for stabilization
of temperature should be in the range of one to two hours., The
speed shall then be slowly increzsed in increments of about 2000
rpm, test bearing temperature being allowed to stabilize after -
each speed increas=, until bearing or seal failure occurs or until
24,000 rpm speed reached, or until uncorrectable rig limitations
arise wvhich are uncorrectable with reasonable effort. Power
consumption, measured by power input or torque developed, shall
be determined for each set of stabilized test conditions for each
fluid. The Humble FN-3158 fluid plus 5% Kendall 0839 resin shall
be tested first, and the power consumption required for stable
operation of tnls fiuid shail be determined as a function of oil
flow at five flow levels (i.e., 2.0, 1.5, 1.0, 0,75 and minimum

gpm\ unlecse T-1g limitations pr revent the lower flows, Subsequent

mbdda v L e PR T

testing with this fluid and the other test.fluids shall be at
the same minimum,feasibile oil flow level to be chosen by the

‘Contractor, subject to the approval of the NASA Project Manager.

If feasible without interrupting the test sequence, and subject

to the limitations given in Task I, paragraph A.2.b., cage tempera-
ture messurements using the pyrometer assembly or other sultable
ball motion determination method shall be made.

RESEARCH LABORATORY BKF INDUSTRIES., INC.
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4. Two fluids of the 4 tested as in the preceding paragraph shall
“"be selected by the Contractor and approved by the NASA Project
Manager. The test bearing, if serviceable, or a new bearing
and serviceasble seals, shall then be tested with each of these
TTolds aF the moTt Eevere feasible speed conditlon, as approved
by the NASA Project Manager, for a total running time of 50
hours each, These maximum speed tests shall be run in pericds
of from 5 to 10 hours duration between which the test rig shall
be shut down and allowed to cool for a perlod sufficient to reach
- & bearing temperature not exceeding 200° F (probably within one
to two hours) before starting another test cycle, Cage tempera-
ture measurements using the pyrometer assembly or other suitable
ball motion determination method shall be made on one bearing
_with each of the two lubricants at each set of conditions selected
for 50-hour testing, subject to the limitations given in Task I,
paragraph A.2.b. '

‘5. The experimental rig shall be operated under each set of, conditions
specified for a duration of 50 hours or until failure is indicated
by (a) a sudden rise in the test bearing torque, temperature or
vibration or (b) an increase in seal leakage in excess of 5 SCFM
across any single seal at 100 psi Ap, or (c) excessive coking
of the oil.

I-5
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Prior to conducting these tests, the Contractor shell develop and
submit & test plan to the MASA Project Manager which will be subject te
NASA approval. Included in this plan shall be the designated order

“of running thesc tests. )

Reguired

The Contractor shall submit to the NASA Preject Manapger photograplis of
the test cavity showing the test scals and test bearing documenting the
extent and nature of the lubricant coking and the visible wcar of the
test components from cach test run disassembly, Samples of system
deposits shall be collected. Portions of those samples shall be analyzed
and other-portions shall be delivered, properly identified, to the

- NASA Project Manager, at his request. Sump oil samples shall be

‘collected after each screening test run and after each 5 to 10 hour run

~during the 50 hour runs. Selected samples shall be analyzed as agreed

wilth the NASA Project_Manager.

: . . ’
Bearing ball motion shall be monitored at the highest feasible
speed for each of the two lubricants selected for S0-hour

‘testing within the limitations set forth in Task I, Paragraph

A.2.b.

D. Calibratjon and Additional Data chuircwent%

ld

Critical temperatures shall be monitored by thermocouple/ recorder

- gystems which shall be calibrated at the start of the tests, and after

each major repair, against systems whose calibration over the tempera-
ture range is traceable to the National Bureau of Standards, Pressure
and flow scnsors shall be calibrated by the Manufacturer orother

" suftable vendor at the beginning of the program and after all major

Tepairs.

Equipment records shall be maintained. Dated entrics shall be made for

-a1ll calibration results, all fnspection date, and all maintenance

operations on the equipment.-

Technical record iogs shall be established by the Contractor and dated
entrics made to provide a means for documenting the history of each
seal throughout its testing cycle.

The above logs shall be fully maintained and be available for review

- by the NASA Project Manager.

I-6

Al]l data recorded under this contract shall be made available to the
NASA Project Manager upon request,
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APPENDIX TL

CALCULATIONS OF THE LOAD APPLIED TO
THE _TEST BLEARING BY PNEUMATIC PRESSURE

Test Seals

C Z o
A, A&M% J/Rig Seal

.

i

Let A be pressure in hot air chamber,
A be pressure in inter-scal cavity.
A be pressure in bearing chamber.

The pressure¥, acts over the entire het air end of the
test rig as shown.

Assuming the hydraulic diameters of the two test seals ‘
are identical, then there is no net thrust due to the pressure? .

Ifd+ be the hydraulic diameter of a test seal and dea
be the hydraulic diamcter of the rig seal then the thrust
generated is given by: :

T= REH ~BEF(d~dg)
E{A(2-5)» K55}

I

I1-1
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APPENDIX II (Cont,)

Nowd+ = 6.370"
anddﬂ = 4,.500"

So that

T= 319 (R-F)+ {6.0B

It has been found that ¥ .is effectively constant during
operation. Assuming ¥ is constant then and varying Py figure
1 is generated (for P = 100, 105, and 110 psi).

11-2
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APPENDIX IT (Cont.)

Fig. 1 Test Bearing Thrust Loading

vs,
Test Bearing Chamber Pressure
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REPORT ON TECHNOLOGICAL AREAS OF INTEREST
- AUGUST, 1972

-

EXPERIMENTAL OBSERVATION OF BALL KINEMATICS IN HIGH SPEED BEARINGS

In experimental studies of high speed bearings, the rotation
of rings and cage is of course readily observed. It has become
common to measure cage speed by proximity probe and utilize the
results in the interpretation of bearing kinematics. e

Recent kinematics analyses, taking into account elastohydro-
dynamic theory, have led to the abandonment of "raceway control"
theories, which assumed that, in a thrust loaded ball bearing, ball
spin takes place only with reference to one of the two races.
Skidding and gyroscopic spin effects are also well demonstrated,
All these factors suggest that any hypothesis about the position
of the instantaneous .axis of rotation of a ball is precarious,
Without such a hypothesis, knowledge of the cage rotational
velocity does not suffice to deduce the kinematics of the ball,
and hence the distribution of sliding velocity in the ball to race
contacts. For precise heat loss calculations 1in the bearing, as
well as for the prediction of skid marking damage, knowledge of
sliding velocity distributions is indispensable, and accordingly,
there is increasing need to observe ball motions experimentally.

About a decade ago, Shevchenko and Bolan. (1)* published
experimental results of ball motion in an angular contact bearing,
obtained by high speed kinematography of a ball on which black
spots had been etched to identify its position. This information
has long been the sole direct experimental source of ball motion
data. The Shevchenko-Bolan method is questionable, however,
because' visible spots on a ball are likely to have unusual trac-
tion properties, even if they are not geometrical imperfections.
They may, accordingly, modify the delicate balance of tractive
forces on a ball. More importantly, the need for optical access
to a ball severely limits the conditions under which the bearing
can be operated, with respect both to bearing and cage configura-
tion and to lubrication. Interpretation of results is lengthy

g - -
and difficult, and records cannet practically be compiled to

cover long periods of running.

* Numbers in parentheses pertain to References at the end of
this report.

II1-2
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More recently, Hirano and Tanoue (2) have applied a method
repeatedly suggested before, i.e. the permanent dipole magnetiza-
tion of a ball and the observation of its motion by winding a
concentric sensing coil around the outer ring of the bearing. As
the magnetized ball moves, the flux encompassed by the coil varies
with time, and one obtains induced voltage/time traces, showing
the periodicity of the ball rotation around its own axis, amplitude-
modulated by lower frequency occurrences. For the latter, Hirano
et al. propose interpretations based on a gradual relocation of
the magnetic axis of the ball in the bearing. Hirano's method was
developed for radially loaded bearings, and the kinematic theory
used to interpret the output of his one coil is not clear. We
now believe it to be a rather rough approximation.

In several programs of study for high speed thrust loaded
angular contact ball bearings, we have attempted to improve on
the Hirano method. We are using a single ball, permanently magne-
tized to form a dipole. In experiments to date, we have placed a
single concentric coil of wire coaxially with the outer ring.
Encl. 1 shows typical output voltage traces which appear to fall

into threé categories, viz:

Trace A, a sine wave reflecting ball autorotation with
superimposed, relatively small random amplitude variations

Trace B, a similar sine wave but strongly amplitude-
modulated with a lower-frequency sinusoid, and )

Trace C, short duration, sharp disturbances of the
sinusoidal fundamental frequency, extending over only a
few cycles and having amplitudes up to twice the base |
amplitude, which appear at rare and irregular intervals,
and only in certain tests. :

. Trate A is believed to reflect a ball rotating around an
essentially unchanged axis. :

Trace B shows a systematic change in ball axis with time.
We have observed this type of behavior during a few minutes
before a bearing underwent dramatic smearing failure, but also
in other test conditions where there was no manifest failure
but where the lubricant was unusual (polyphenylether). This
harmonically modulated trace is thought to be that of a 'precess-
ing" ball, in which the rotational axis changes angular position
periodicallywith respect to the ball magnetic axis. We do not -
know precisely how the precession is brought .about, but it is
noted that Hirano has also observed these precessions and has
a kinematic theory to explain them. This theory does not involve
nfailure", i.e. an irreversible change in the operating mode

of the bearing.
111-3
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The excursions shown in trace C are tentatively attributed
to microsmearing occurrences or similar events causing abrupt
changes in ball axis. Assume that there is a microsmearing £
occurrence at one point of the elongated Hertzian contact in
an angular contact ball bearing, and that this occurrence is
not coincident with the point where the ball spin axis pierces
the contact area. Then, one can postulate that the microsmearing
occurrence will momentarily “"lock" the ball and opposing race
surfaces together at the point where the smearing occurs. Locking
occurs with force sufficient to do permanent damage to the surfaces.
It represents a discontinuous shift of the spin velocity vector,
from 1ts previous pOSlthn When the smearing occurrence terminates
(as soon as the asperity weld breaks upon lift-off of the contacting
surfaces), the Spln velocity vector will shift back to its previous
position, assuming that the latter was stable. These two abrupt
shifts in spin velocity vector, following in rapid sequence,
can be visualized as imparting high momentary velocities to the
ball motion, thereby creating a pulse of voltage in the sensing
coil. (Of course, coil output voltage is proportional to ‘the
velocity of motion of the ball magnetic axis and not to its
Hlspiacement ) We have observed C-type voltage disturbances only
in tests where smearing was subsequently detected and only at
points in time preceding the smearing occurrence by no more than
a few minutes. Thus, we are conjecturing that the c-type trace
excursions are indications of damage occurrences, which could
be smearing, a rolling over a relatively large dirt particle,
and perhaps others. .

Traces such as those in Encl. 1 require, for the quantitative
interpretation of ball motion, further development of both theory
and experimental methods. We have embarked on such work as
follows:

Ouf test rig in which these experiments are conducted is a
high temperature rig in which the shaft supporting the bearing and
the bearing housing are made of Inconel, a non-magnetic alloy.

The bearing itself is made of martensitic steel and has a marten-
sitic steel machined cage as shown in the product drawing of

Encl, 2, One can explore the magnetic field that is generated
around this bearing by a magnetized ball, by probing the surround-
ings of the bearing placed in air, since the shaft and housing will
not channel the field appreciably. We have mounted a dipolar
magnetized ball in the bearing, marking the location of its
magnetic axis on the surface, and hand positioned this axis at
various known angles to the bearing axis. A first series of tests
was made with the magnetic dipole axis p. in the radial plane of
symmetry through the ball center and bearing axis, and positioned
at various angles O with respect to the bearing axis. Further
tests were made by placing the axis at different angles G away
from t?ls plane of symmetry (see Appendlx I for definition of
angles

I1IT-4
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In cach test, a llall effect Gauss-meter probe was read at a
series of positions on the bearing ring or cage surface, in the
plane of symmetry going through the ball center and the bearing
~axis, to give a field map. Some measurements were also taken
circumferentially away from this plane of symmetry. The result-
ing plots show these principal characteristics:

1. The magnetic flux densities at the points on the outer
ring surface marked "N" and "J" on Encl.. 2 and Encl. 6 are
similar in amplitude and phase. The flux density at point "O"
on the cage surface is similar in amplitude but out of phase with
the outer ring surface as a function of ball axis angles.

2. Appreciable flux density exists over a circumferential
distance of about one ball diameter in each direction from the
plane of symmetry. Beyond this point, the field decreases
rapidly. '

3. Over small perpendicular distances away from the ring and
cage surfaces, the flux density does not vary appreciably.

4. The flux density at all probe points is periodic as a
function of the angles CA and @ describing the position of the
magnetic ball axis. The nature of periodicities as a function of

o. and @ respectively, are different. :

We have constructed a first-order mathematical model .describ-
ing the magnetic flux density measured at the surface of the
outer ring at point N and at the surface_of the cage at point O,
as a function of the two angles O and @ characterizing the
position of the magnetic ball axis. The formulae obtained by
curve fitting to experimental results are:

For Point N

B, =B, o35 6t T (o )@ d-07602)(17-077G0p)} 11

For Point O , ,
B, = 60.0{1,58&.»0'2@-%)(1-&4@)-?(61*4—./Qoza)(o.o[&aﬁfd-‘??)} 2

Encls. 3 through 5 show plots of these equations and experi-
mental points of measured magnetic flux density. The fit appears
reasonable, although the substantial measurement scatter and the
crudenzss of the model cause considerable error,

Eqs. [1] and [2] provide us with relations connecting magnetic
flux density outside the bearing (in the plane of symmetry of the
magnetized ball) with ball magnetic axis position,

I11-5
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We have also performed a kinematic analysis describing the
variation of the angles Ot and in time, as a function of ball
autorotation around an arbitrary but fixed momentary axis. Rela-
tionships given in Appendix I relate (a) the angular position
(¥, s») of the ball autorotation axis in the bearing; (b) the
included angle between dipole axis and autorotation axis (3);and
(c) the rotational motion &Jf of the dipole axis around the auto-
rotation axis, to the directional angles % and ﬁ' of the dipole
axis, as a function of time.

Inserting thegA(Z)and B(f)functions obtained into Eqs. [1] -.
and [2], one obtains magnetic flux densities in the plane of
symmetry of the magnetized ball (a) at the side face of the outer
Ting (EBM] and (b) at the side face of the cage ( B,) as a function
of time. ;

We have devised sensing coils, the voltage output of which is
related to these magnetic intensities, as follows:

Encl. 6 shows two concentric differential coils. Each of the
differential coils consists of two thin cylindrical coils with an equal
number of windings wound in opposite senses, and placed concen-
trically within each other, leaving a ring-shaped gap. When such
a differential coil is placed in a magnetic field, which is approxi-
mately perpendicular to the plane of the coil, and the magnetic
field changes with time, a voltage is induced by only that portion
of the magnetic flux which penetrates the ring-shaped space between
the two half-coils. Magnetic flux within the inner half coil or
outside the outer half coil induces opposite voltages in the two
half-coils which cancel. The magnetic flux in air near any ferro-
magnetic surface is essentially perpendicular to the surface, i.e.
essentially perpendicular to the plane of the coils. The flux
density ,is high near the plane of symmetry of the magnetized ball,
and low elsewhere, The total flux penetrating the annulus of the -
differenfial coil is independent of the orbiting motion of the
magnetized ball around the bearing. The region of high magnetic -
intensities orbits with the ball, but this does not change the
total flux penetrating the coil, and therefore is not detected as
induced voltage.,

Appendix II provides approximate equations relating induced
voltage in the differential coils tc the flux densities B, and B,
given in Eqs. [1] and [2]. To the extent that the assumptions in
that appendix are valid, one has ,

Vo (€)

fl

K

K4
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N
Jw
—
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where Ko,K,gdependﬁ' only on bearing and coil geometry, and
Bo/g,oa 'BN/BMo are taken from Eqs. [1] and [2] respectively.

The strength of the ball magnetization dipole M can vary
slowly with time without influencing the 4, /), ratio.

The first approach to an interpretation of Vof?) and VN(E)
. . - o
plots in terms of ball motion will be to construct r(’3c/6a,a(¢))
anda‘%(s,.; Bw.oft)) plots, using the formulas in Appendix I and
Eqs.” [1] and (2] for postulated simple ball kinematic conditiomns.
This yields two independent curves.

One can try to match the shape of these curves to experimental
Ve s Vy curves, T : ‘

Secondly, a ratio dBHAt ;JBoﬂ{t can be calculated and compared
to the experimental Vy/ |, ratio.

From Eqs. [3] and [4]

Vi - K 'dg' ' [5]
t)== = s N dﬁi!
AR - ’

i.e. the two ratios differ only by a constant. This should permit
closer matching of the curves.

Finally, KN[Ka can be calibrated if a ball with known posi-
tion of ¢, and M is run in the bearing. This, of course,
requires mechanical guidance of the ball, without change of its
magnetic properties, e.g. by mounting it in the cage on a thin
axle or pin. ' :

Some possible ball kinematic conditions to be studied follow:

‘ 1. ,Ball rotation around a constant axis parallel to the
bearing axis. (=9 =0, Z #0).

2. Ball rotation around a constant axis, defined by the
assumption of outer ring control in a bearing of slow speed.

(f#d,éﬂ?,z#a)-

- 3. An exploration of the effect of a change in ball rota-
tional axis from outer ring control to inner ring control, and of
the divergence of inner ring and outer ring contact angle arising

from high speed operation. (r=r(t); slow change, >=0, z;.eo)

4. An exploration of the effect of the momentary "locking"”
of a point in the Hertzian contact as described above for a
microsmearing occurrence. ( y(¢) ‘'pulses” ),

IT1-7
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5. An exploration of the effect of the superposition of
copic rotation (around an axis perpendicular to the radial

gYTCSsCop
plane of symmetry of the ball).(g5=4(t) |, slow change or pulse)

If these exploratory studies are successful, we will.use the
method here described for the analysis of high speed bearlng ball

kinematics.

ITI-8
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AL72Q021
ENCLOSURE III-6
A

DIFFERENTIAL SENSING'COIt ARRANGEMENT

clockwise ‘
layer Coil a
counterclockwise

layer :

clockwise
layer

Coil h
counterclockwise
layer
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AL72Q021

RELATIONSHIP OF BALL MAGNETIC AXIS POSITION TO BALL MOTION -

Absolute Value of ﬁbz Wb
| Angle{M, W) = T
ITI-16
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| AL72Q021
1) Directional angles of (:)b (1-1]
cos §2, = cos ¥ cos % [1-2]
cos 2, = cos ¥ sin B . [1-3]
cos J2,; = sin Y ' |
2) Auxiliary angles
cos Cﬁ =-cos .- ws%:gfzs [l-‘;l]
Q% =‘I26 (1-5]
cos CPS =S’Aﬂtﬂz{:.wsﬂ‘-C()SﬂzCUSﬂgﬁC(JSR:[(I«COSﬂ;)(!fCDS%R;)"COSERJ&}[1-6]
cos 7\, = cos £, cos @ - cos ¢, cos Sz [1-7)
Cos Ay = COS (ﬂ, cos Sy - cos 2, cos A [1-81
‘cos }\3'= cos S1; . cos 5% - cos ¢, cos fL, [1-9]

3} Equai‘.i’ons :Eor‘ X and @
sined = cosZ cos.ﬂ3 = siny, cos (@ sin &, ¢ -sinZ» [1-10]
b COS7\3 Cos wbt’
tanp = (cosT cos 2 -sing cos ) sinwyd + sinZ coshy ¥
* X €05 a)bf)/( coSL cosSY -5 cosh sinwyl +
+sfh§ cos A C0S &yt ) i [1-11)

‘ F1I-17
RESEARCH LABORATORY SKF INDUSTRIES, INGC.



AL73T024

X

AL72Qo021

. INDUCED VOLTAGE 'IN DIFFERENTIAL COIL

M strength of magnetic dipole M of ball .

.@{’Q attitude angles of M
B, flux density at arbitrary position around annulus

B, maximum f£lux density in the plane of symmetry of the
magnetized ball

@ _ . ) :
Assume a differential .coil with annular surface S, equal to the
cage (or ring) side face is immediately adjacent to the side face,
' ¢

Assume, for any location on the side face, that [83“ is independent
. :

of M , oo or @ . This is realistic if most of the flux is con-
centrated near the plane of symmetry of the ball and if the shape

of the flux distribution does not vary with 'o( oT @ .

I11-18
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AL72Q021
We have ,
Boz’facm,o(: (SD | - [2-1]
Set
{ Mo
Boo=7, (M0,0) = = [2-2]

with K, a magnetic resistance in the flux path of the cage, then
B, = Book, (4, B = 2 £ 1.8) [2-3]

Likewise at location p/ , with similar assumptions

v=Bu B ) = R h, (o, 8 S
5~/5N0 EZG;{ ) is given in Eq. [1] and 50/8“ ‘éﬂpl,@)

in Eg. 2_

-

The induced voltage in the differential coils is

Va"' dtfso ds, [2-5]

Vv = HC%EEBL&{S“ | | [2-6]

? 4

Since E and % do not depend on M , X , or ﬁ they are also
[ o ) .
time indépendent, so that, with [2-3]

dgof Bsdg é(d,@) M Bod KMJ B a) (2-7]

and a similar equation holds feor VN«

IIi-19

RESEARCH LABORATORY SKF INDUSTRIES, INC,



ALT73T024

APPENDIX 1V

& 13 REPORT NO. ALL72L083

ANALYSIS OF SEARCH COIL DATA
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LETTER REPORT

TO: D. A, Jones REPORT NO: ALLT2L0OB3

PROJECT CODE: 1.C36812

TITLE: ANALYSIS OF SEARCH COIL DATA DATE: June 30, 1972
FROM: ¢, G. Gustafsson

COPIES TO: L. Sibley
REFERENCE: Contract NAS3-14320 J. MeCool

1. Use of Search Copil.

In a paper by Hirano and Tanoue {1) the use of a search coil in
a study of ball motions in a ball bearing with one magnetized ball
is discussed both theoretically and experimentally. This paper applies
to radially loaded bearings, while Z358F Industries tests were per-
formed on a thrust loaded bearing. Nevertheless, the approach in (1)
was applied to the B2 5T Industries search coil data after is was
found that many findings in the paper apply to axially as well as
a radially loaded bearings. '
One of the balls in the £ 087 Industries test bearing was per-
manently magnetized as a dipole (28 Gauss maximum residual flux den-
sity at the ball surface). An induction coil, wound concentric with
the bearing axis, was placed laterally alongside of the magnetized
ball. The alternating voltage emanating from this coil was tape
recorded, and the tape analyzed using a high speed writing oscil-
lograph (Honeywell Visicorder, Model 306A) at 0.2 and 25 inches/sec.
paper speed.

According to (1) the amplitude of the search coil current depends
on changes in the angle o between the magnetic axis of the magnetized
ball and the axis of ball rotation. The induced voltage (or current)
is at the maximum when the magnetic axis is perpendicular to the ball
rotational axis; the current is at the minimum when the magnetic axis
nf the ball is parallel to the rotational axis of the ball. This was
verified experimentally by & S{F Industries, by static measurements of
the magnetic flux density of a non-rotating bearing with one magnetized
ball.

Enclosure 1 shows oscillograms taken from the Hirano and Tanoue
paper (1). The frequienciesa). ., ¢3¢ and 01; and the times T, T. and
T, are related to each other by:

“}s/wc :I"‘Uo/‘dc_m’ (1)

V-1
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: 27 1 i .
/5 _':‘ PP A , _! e 'M]x’ (2)
¥ (4 fb <
where ; —_—f
o= 2T o= i T . .

w, = 274 2"//’5 = frequency of fluctuation with period Ts

we 22N = 2w/ T = cage rotational frequency

“wy "Eﬂlqb = 25/ T, = ball rotational frequency with vespect

to the cage and m is the nearest integer to &b Adc. s, W and@y are
expressed in radians/sec., fs' f., and fb in BZ., The times are ex-
pressed in seconds.

Equation 2 represents a beat phenomenon caused by the two frequencies
Ty, and mfc

The amplitudes A .. and Apjp in Enclosure 1, which define the beat
period Ty, correspond approximately to the maximun and minimum of the

angle ¢t

2. Tests with Monsanto MCS-293)1 0il.

The test bearing was a 459981 G-1 high speed split inner ring ball
bearing operating under a 3280 lbs. thrust load. A sketch summarizing
the tape recorded portions of the signal from the search coil is given
in Enclosure 2. Visicorder traces of typical portions of the signals
are given in Enclosures 3, 4 and 35, The paper speed used in these traces
is 0.2 inches/sec. Enclosure 6 shows traces obtained withapaper speed
of 25 inches/sec,

Enclosures 4 and 5 (at a paper speed of 0.2 inches/second) and
6 (at a paper speed of 25 inches/second) shows high amplitude excursions
in the magnetic signal from the ball. Apparently, a very brief and
violent change in magnetic axis location took place at that time when
the excursions occur. We believe that these events are microsmearing
pccurrences which momentairly lock together the surfaces of the ball
and ring at a point in the contact area where there was previous sliding.
If this point is off-center in the contact ellipse, the locking forces
a rapid change in ball axis direction. The change does not need to
invelve a large angular motion in order to show a high amplitude signal,
since the induction coil is a velocity detector.

If our interpretation of these unusual kinematic signals is
correct, they would indicate that micro-smearing occurrences havepre-
ceded the MACYO_gmearing failure. The slow-speed modulations of the
envelope of the signal can be read as an accumulation of repeated micro-

Iv-2
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smearing events which force an "indexing"” of the ball axis, by locking
together the kall and ring surfaces in the same area of the contact every
time the ball rolls over the smeared surface patch. The smearing oc-
currences are self-aggravating and at one point the temperature becomes
uncontrolled and seizures take place, It is seen from Enclosure 2 that
the first of the hidi amplitude excursions occurs at 45.3 minutes pror

to failure. No excursions appear in the first three minutes of Trace

7 nor in the 5 minutes duration of Trace 5 of Enclosure 2. The amplitudes
of some of the excursions are as large as twice the RMS value of the
signal.

It is seen from Enclosures 2 to 5 that the signals in Trace 5,
Trace 7 and the last minute of Trace 23 are clearly modulated. It
is observed from Enclosure 5 that these modulations suddenly become
much more pronounced only one minute before the smearing failure of
the bearing. However, the modulations may also vary due to other
reasons and are not necessarily indications of smearing failure. This
may be the case with the modulation in Enclosure 3.

For further evaluation of the traces is Enclosures 3 to &6, the
follow1ng frequencles are needed:
p - L3
fe = (/ - " v ) = Frequency of the rotating ball set with
respect to the outer ring (Cage frequency)

s
fo ﬂ‘_D ( _, ‘CJ\¥ )-— Frequency of the polar rotation of the
ball in a system auached to the cage.

—

=Rotational frequencyof the iuner ring.
=Ball diameter

=Bearing pich diameter

=Contact angle

o M e R 1
L= Py

iv-3
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A1l frequencies are expressed in Hz (cycles/sec)

The beat period Ts in Enclosure 5 must satisfy Equation 2. In the
beginning of the beat in Enclosure 95, Ts is approximately 1 second; at the
end near the bearing failure Ts is approximately 2 seconds.

Computed va lues of fc and fb will not satisfy Equation 2 for Ts=1
or 2 seconds., In order to satisfy this equation it must be assumed that
slip eccurs at the ball to race contacts so that fy<f,*. It is also
assumed for simplicity that fc=fc*. The quantities with an asterisk (%)
refer to computed values (without slip). The quantities without asterisk
" vefer to values with slip, which satisfy Equaion 2. Values of fb can
be obtained from the traces of Enclosures 6. The spacing between two
adjacent peaks in Enclosure 6 is l/fb seconds., The spacing ~/fb was
found to vary by as much as 15%, even on the same trace. Since the
rotational speed fr varies considerably and since the traces do not
contain a signal showing inner ring revolutions, it cannot be determined
to what extent the freguency fb is influenced by slip and by speed
variations of the inner ring.

In Table 1 below, fr and fc are assumed to have their computed
theoretical values, while fb is comput ed from Equation 2 for known
values of Ts, fc¢c and m.

Table 1
ENCLOSURE RPM fr fc Ts m fh#* fb S
5 (beginning) 18000 300 131.8 1 8 1141 1055 0.0754
5 (end) 18000 300 131.9 2 8 1141 1054,5 0.0758
4 (end) 18000 300 131.8 3 8 1141 1054.3 0.0760
S is the slip, computed from the Equation
fb
S=1- —
fo*

It is seen that Ts in the range 1 to 3 seconds has only a small
effect on S,

3. Tests with Conoco DN600 oil.

Only one trace at 0,2 inches/second paper speed (Enclosure 7) and
one trace at 25 inches/second paper speed (Enclosure 8) are available,

IvV-4
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The rotational speed of the bearing was 16000 RPM, It is seen that the
trace in Enclosure 7 is more jagged than corresponding traces for the
Monsanto oil, but no high amplitude excursions similar to those in the
Monsanto test are seen. Enclosure 8 shows a few peaks, but they are
not nearly as bhigh as the peaks in Enclosure 6.

4. Tests with Aeroshell Turbo 0il 555

The last 11.25 minutes of the induced voltage were tape recorded.
A typical trace is shown in Enclosure 9. The speed was 21400 RPM. No
high amplitude excursions were observed,

REFERENCE

(1) F. Hirano and H, Tanoue: "Motion of a Ball in Ball Bearing".

Wear, 4 (1961) 177-197, Printea in the Netherlands, Elsevier Publishing
Company, Amsterdam,
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SEARCH COIL OSCILLOGRAMS

_;3”;!‘:

! ’\‘il!\’l’J\!MMﬂMMM: ! ;; "‘M i
£y i

a)

te—

(o)

t - .1‘450 see Lime mark

AR T. b
Sy himex 7
. A s

o

e ety [ L P e :v,%

1

=y

Fig. 6. Explanation of oscillogram. {a) No. 6307, I? = 100 kg, N = 1290 roev/min. (b} Ko. 7307
P = 1o0okg, N = j50 revjmin. T; Period of revolution of inner ring or shaft; T»: Peried of rolling
ball, Temax: Maximum of Ty; T,: Period af revolution of cage ar ball centre; T,: Period of fluctu-
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APPENDIX V

VIBRATION STUDY OF 125 MM BORE RIG

In order to establish the vibration mode and rpm level of
the critical speeds of the test rig used for this program, a
critical speed study was conducted by the NASA Lewis Research
Center using a NASA developed shaft dynamics computer program,

Three separate shaft mounting situations were studied, one
assuming "rigid" mounting (infinite hearing stiffness), a second
assuming a "soft" mounting (low bearing stiffness) and a third
assuming a "free" mounting (an unsupported shaft rotating in space).

The bearing stiffness values used in the second or "soft”
mounting situation (1,192,341 1lbs./in. and 3,384,000 lbs./in.
for the test and rig bearings respectively) were calculated using
the equations in Palmgren. The radial deflection was calculated
assuming the maximum load occurs on the most heavily loaded ball.

Radial load was taken as the weight of the shaft and the related
components mounted on the shaft., Shaft imbalance and the loads
developed as a result of shaft deflection were not taken into
account, Shaft dynamics were studied for the speed range from

0 to 40,000 rpm,

The results of the computer study are shown plotted in
Enclosures V-1 and V-2 which, respectively, show the rigid
and soft mounting situations. The plots show shaft deflection vs.
location along the shaft while operating in the c¢ritical speed
vibration modes indicated. The "extra mass" notations along
the bottom of these charts indicate the added mass of the components

mounted on the shaft (i,e., main shaft end clamp, seal mating rings,
spacers etc.)

As shown by Enclosure V-2, a "whip" mode critical speed was
calculated to exist for the soft bearing meunt situation at
24,897 rpm, This "whip"” load critical speed could be lowered if
the mounting stifiness is accounted for. Since three seals (two
Koppers designs and the NASA design) have failed at about 20,000
rpm (operating during this contract and the previous contract),
this critical speed problem might be the cause of the seal
failures. The deflection of the shaft during this "whipping"
motion might have caused the seal to rub which led to the seal
failure. As might be expected no whip mode c¢ritical speed was

V-1
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found to exist through 40,000 ypm for the rigid hearing bearing
mount situation indicating that the existence of this vibration
mode is highly dependent on bearing stiffness.

The rigid and soft mount situations show "bending” mode
critical speeds to exist at 39,589 rpm, (Enclosure V-1) and
and 35,970 rpm (Enclosure V~2) respectively. This indicates a
much lesser influence of bearing stiffness for this mode,

The free mounting situation produced no critical speeds
through 40,000 rpm,

v-2
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